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ABSTRACT 

The advantages and limitations encountered in adapting supercon- 
ducting electrical machinery to replace the mechanical power transmission 
system in aircraft are presented.   Major components and system arrangements 
are evaluated and compared relative to weight, volume, efficiency, reliability, 
readiness, and cost.   The superconducting systems when used in high total 
power applications are competitive on the basis of weight and efficiency, occupy 
a greater volume, but are more reliable when compared with the equivalent 
mechanical system. 
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PREFACE 

This report covers a program conducted by Dynatech Corporation, 
Cambridge, Massachusetts, under Contract No. DA-44-177-AMC-288(T), enti- 
tled, "Study of Superconducting Electrical Machinery for Aircraft Application." 

Mr. Hugh A. Robinson was principal Investigator.   The work was 
performed for the Dynatech Corporation by Mr. John R. Blutt, Mr. Henry W. 
Mooncai, Mr. Charles J. Oberhauser, Mr. L. Scott Duncan, Mr. Edgar H. 
Sibley, and Dr. John M. Reynolds. 

The work was administered under the direction of the U. S. Army 
Aviation Materiel Laboratories, FortEustis, Virginia. Mr. R.P. McKinnon 
was the Contracting Officer and Mr. Nelson Daniel the Technical Representative. 

This report covers work performed from April 6, 1965, through 
November 6, 1965. 

We wish to acknowledge the suggestions, recommendations and 
technical assistance received from Mr. Daniel during the the course of this 
program.   In particular, the information provided concerning the construction, 
operation and control of the present mechanical systems Wc.s invaluable to the 
progress of the program. 
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Section 1 

SUMMARY 

The purpose of this investigation was to determine the advantages 
and limitations to be expected in adapting superconducting electrical machinery 
to replace the mechanical power transmission system in aircraft. 

The major components of the superconducting system—motors, gen- 
erators, refrigerators, transmission lines, and speed reducers—were analyzed 
in detail.   The most promising design for each component was used to develop 
several system arrangements which were evaluated in detail and optimized where 
possible.   The two most attractive system arrangements were compared with an 
equivalent mechanical system on the basis of relative weight, volume, efficiency, 
reliability, readiness, and cost. 

The most significant results of the design evaluations and compari- 
sons are:   (1)   superconducting systems are most attractive for high total power 
applications. (2)   superconducting systems in the high power applications are 
competitive with the mechanical system on the basis of weight, (3)   the super- 
conducting systems occupy a greater volume than the equivalent mechanical sys- 
tem. (4)   the efficiencies of the mechanical and the electrical systems are com- 
parable, and (5)   the electrical systems, having a fewer number of parts, arc 
more reliable and somewhat safer than the mechanical system. 

The major state-of-the-art advances required and the major limita- 
tions on the adaptability of the superconducting system are:   (1)  the AC losses 
in the superconductor indicate a need for further study of new superconducting 
materials and a better understanding of the loss mechanisms, and (2)   the low 
efficiency and high weight of the refrigerator indicate the need for further study 
of refrigeration cycles and equipment design. 



Section 2 

INTRODUCTION 

Rapid progress in cryogenic technology in association with the space 
program has made available materials, processes, and techniques which, when 
applied to superconducting electrical machinery, could result in major reduc- 
tions in the size and weight of such units.   This low weight and an acceptable ef- 
ficiency make superconducting machinery potentially attractive for airborne 
applications.   In particular, one can envision superconducting electrical machinery 
providing a lightweight power transmission system for helicopters or for tilt- 
wing-type V/STOL aircraft. 

A recently completed study sponsored by the Aeronautical Propul- 
sion Laboratory of the United States Air Force covered the application of super- 
conductor techniques for electrical generators for space application.    The Air 
Force is extending the generator studies to include investigation of alternating 
currents.   These studies cover generators only;   motors are not included.   The 
studies so far have indicated that there are no characteristics of the system that 
would limit the application to space environment. 

Studies conducted by the industry have indicated that the increased 
current densities possible with superconducting materials permit sharply reduced 
generator weights.   Actually, insofar as weight is concerned, attention is focused 
on the refrigeration system needed to produce the cryogenic environment required 
for the superconducting phenomenon, rather than on the generator itself.   While 
such refrigerators are thermodynamically very inefficient, careful attention to 
the minimization of heat generation sources and heat transfer into the generator 
yields acceptable refrigeration loads.   This permits the design of complete gen- 
erator packages, including refrigerator, weighing about 0.3 pound per kilowatt 
(for 1000 kilowatt output).   The overall efficiency of the generator, including 
refrigerator power requirements, is approximately (J8 percent. 

The subject of this report is directed to the design of a power trans- 
mission system based upon superconducting motors and generators which will 
be competitive with advanced mechanical systems.   In addition, those areas in 
which the present state of the art in superconducting machinery fails to meet the 
operational performance of the mechanical transmission system will be defined, 
and those technical developments which are necessary to overcome these defi- 
ciencies will be specified. 

Section 3 outlines the present state of the art of superconductivity and 
cryogenic refrigeration, with emphasis on problem areas and possible areas of 
advancement. 

In Section 4 a review of the basic motor types applicable to the subject 
transmission system is given.   Also,   a summary of information on cryogenic 
machines has been included to round out the perspective of the review.   Appendix 
IV gives more detailed information on the field of cryogenic electrical machinery. 



In Section 5 the design concepts of the various components are dis- 
cussed, as well as the problems inherent in the designs, and a preliminary eval- 
uation of the individual components is made.   The results of parametric studies 
are included which will be used in Sections 6 and 7 for evaluation of various elec- 
trical system designs and for comparison with an equivalent mechanical system. 

In Section 6, various component arrangements are investigated and 
compared on a weight basis using the information described in Section 5.   Out of 
the five arrangements studied, two were selected for comparison with an equiv- 
alent mechanical system in Section 7.   While most of the comparison study of 
Section 7 is based upon the present state of the art, the effect that advances in 
the art will have on the comparison is discussed. 



Section 3 

STATE OF THE ART 

3.1       Superconductivity 

Superconductivity is a zero-electrical-resistance state exhibited by 
some materials at temperatures near absolute zero.   The technological impli- 
cations of zero-resistance materials promise high magnetic fields requiring 
little or no power for their generation, transmission of power with no losses, 
highly efficient electrical machinery, and even electromagnetic propulsion and 
shielding from harmful cosmic radiation for space vehicles.   Much emphasis 
has teen placed on the study of new materials which are likely candidates of 
being superconductors and the improvement of currently known superconducting 
materials with respect to their properties and fabrication on a commercially 
economical basis. 

The zero-resistance realm of superconductors was found to be de- 
pendent upon three variables—magnetic field, current, and temperature.   For 
each of the superconductive materials thus far discovered, there is a critical 
magnetic field strength which identifies the maximum magnetic field in which 
the superconductor can operate and still remain superconductive.    Critical field 
strengths of presently investigated materials are thought to run as high as 
600,000   gauss. 

The critical current is the maximum current that a superconductor 
will carry.   Critical currents are very sensitive to metallurgical variables, and 
manufacturing conditions are usually srl to maximize these currents.   This re- 
quires the testing of a large number of samples to determine optimum conditions. 

The critical temperature is the precise temperature at which a ma- 
terial becomes superconductive.   The resistance of the material does not simply 
decrease as a function of temperature;   it vanishes completely at and below this 
temperature and becomes a perfect conductor. 

These three variables of magnetic field (Hc), current (Jc), and tem- 
perature (Tc) are also functions of each other, as shown in a three-dimensional 
plot of Figure 1.   Superconductivity will not exist outside the bounded volume. 

Superconductivity was discovered in 1911, but was of no practical 
importance for years because most metals became normal again in magnetic 
fields of only a few hundred gauss.   Only in the last few years have a number of 
alloys and intermetallic compounds such as niobium-zirconium and niobium-tin, 
which retain their superconducting properties in fields from 50 to 200 kilogauss, 
been investigated.   These materials (known as hard or type II superconductors) 
differ from the pure metals (known as soft or type I superconductors) in several 
respects.   In particular, they do not exhibit flux exclusion (Meissner Effect), 
but allow magnetic flux to penetrate into the bulk of the material.    Recently,   con- 
siderable progress has been made in understanding the behavior of these type II 
superconductors.   Several characteristics, such as the variation of critical 
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Figure 1.   Interdependence of Critical Magnetic Field, 
Currentjand Temperature of a Typical 

Superconductor (Type II) 



magnetic field with temperature, can be calculated from the theory developed 
by Ginzburg. Landau, Abrikosov. and Gorkov (2'.    However, several assets 
of their behavior cannot be calculated from theory, such as their current carrying 
capacity, although there is considerable experimental data on the effects of metal- 
lurgical processing.   In these areas it is still necessary to rely on phenomenologi- 
cal models to explain the properties of superconductors. 

There are several considerations which will govern the selection of 
a material for generator and motor windings: 

(1) The critical field of the superconductor must not limit 
the design.   The critical fields of several type II super- 
conductors are shown in Figure 2 as a function of tem- 
perature. 

(2) The critical temperature should be as high as possible 
in order to minimize refrigeration system weight.   The 
critical temperatures of the most common high field 
superconductors are shown in Table I.   Since the re- 
frigerator weight increases rapidly as the operating tem- 
perature decreases, there is a considerable advantage 
in using an intermetallic compound such as NbsSn rather 
than the ductile alloys Nb-Zr or Nb-Ti. 

(3) The material should be flexible enough to wind the gen- 
erator or motor.   This requirement is not easily fulfilled 
by the intermetallic compounds, which are very brittle. 
The problem was originally solved by forming the compound 
by the reaction of its constituent metals after mechanical 
shaping, but since this requires firing temperatures of about 
1000° C, it is not a very convenient method.   An alternative 
solution, however, is to use thin films of the compound 
which are sufficiently flexible if they are not more than a 
few ten-thousandths inch thick.   Such films have to be formed 
on a substrate to give them mechanical strength, and may be 
formed by diffusion or vapor deposition processes.   The 
ductile alloys can be used to wind the generator and motors 
without the brittleness of the intermetallic compounds. 
However, the ductile alloys do not have as high a critical 
temperature as the intermetalMc compounds. 

(4) The current carrying capacity must be high.   The average 
current densities of three types of NbsSn are shown in 
Figure 3 as a function of the magnetic field. 

(5) The AC losses in the superconductor to be applied to the 
armature must be low.   An important point to bear in mind 
is that superconductor wires to date have been optimized 
with respect to DC applications.   Type n superconductors 
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Table I 

Critical Temperatures of Some SupürconductinR- Alloys and Compounds 

Superconducting Alloy 
or Compound 

Critical 
Temperature 

18.0oK 

Availability 

Nb3Sn Commercially available 

V3Si 16.8 Laboratory specimen 

V3Ga 14.6 Laboratory specimen 

NbN* 14.7 Laboratory specimen 

M N* 
0 

12.0 Laboratory specimen 

NbC* 11.1 Laboratory specimen 

Nb - 25% Zr 10.9 Commercially available 

Nb - 40% Ti 9.8 Commercially available 

*  Note:   The measurements of critical temperature of the nitrides 
and carbides of transition metals are not reliable, since 
they depend critically on specimen preparation. 
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exhibit a hysteresis-type behavior when subjeeted to a varying 
magnetie field or when carrying an alternating current.   'Iliis 
irreversible phenomenon j;ives rise to a heat dissipation from 
the superconductor—a departure from zero resistance.   The 
hysteresis energy lost per cycle is equal to the area enclosed 
by the hysteresis loop.   This loss has been calculated by 11. 
London *  ' and also by Hart and Schmitt (4).   Since this loss 
is a function of the superconductor thickness, thin films have 
considerable advantage in reducing this loss.   For alternating 
field applications such as the armature of the motor or gen- 
erator, it is very likely that new arrangements of existing 
materials or even new materials will emerge to reduce this 
loss to a negligible level. 

The extent to which superconductors will be used in motors and gen- 
erators depends largely on developments in the following areas: 

(1) Lower AC losses 
(2) Higher critical temperatures 
(3) Higher current densities 
(4) Better handling characteristics of the material 
(5) New concepts of superconductivity 

Present levels of critical magnetic fields are entirely sufficient for 
motor or generator applications. 

AC losses are very important in superconductor generators or motors 
since they are by far the largest source of heat generation in the cryogenic region. 
Lower losses would lower the requirements of the refrigerator load considerably. 
Much effort has been focused on identifying the mechanism of AC losses (Refs. 
3 through 10).   Since this loss is a function of the superconductor thickness, 
commercial manufacturers have concentrated their efforts in making thin layers 
of NbßSn by depositing thin films on a supporting substrate in the form of a 
ribbon or a wire.   In some cases, many fine strands of superconductor are 
twisted together to form a cable.   Much more work is required to produce still 
thinner films and finer strands.   Much of the thin film technology is presently 
being developed by the superconducting digital computer memory manufacturers. 

A continuing search for new superconducting materials has been con- 
ducted since 1954 by Matthias ^     '.    Roberts '*2)has tabulated known supercon- 
ductors.    These studies are aimed at discovering materials with higher critical 
temperatures as well as other properties (current, field, losses, etc.) to im- 
prove device performance.   The advantages from refrigeration alone, of a ma- 
terial having a critical temperature above 30° K, are sufficiently great to warrant 
a considerable effort to raise the level of critical temperature.   The present 
ceiling is 18° K for NbsSn.   Many commercial superconducting wire manufacturers 
are developing proprietary wire configurations and processes which afford greater 
performance stability and thermal characteristics. 

10 



The possibility of superconductivity existing at room temperature 
would open up vast vistas of applications, since the refrigeration required for 
operation at low temperatures has been the major obstacle.   Altnough it has 
not yet been achieved, tneoretical studies (13) suggest that it is possible to 
synthesize materials that, like certain metals at low temperatures, conduct 
electricity without resistance.   Little'I4' states that certain organic molecules 
should be able to exist in the superconducting state at temperatures as high as 
room temperature (about 300° K) and perhaps even higner!   This possibility may 
appear to be a long time away; however, Soviet physicist and theoretician 
Abrikosov has indicated that the future of superconductors lies in thin films 
and has hinted that the Russians are trying to develop a room-temperature 
superconductor made of thin film (1^). 

3.2      Cryogenic Refrigeration 

3.2.1 Introduction 

The weight, reliability, and performance of a superconducting 
transmission system will be greatly dependent upon the refrigeration unit. 
For a typical system, the refrigeration unit may be as much as 50 percent 
to 70 percent of the total transmission system weight. Consequently, it is 
essential that the present state of the refrigeration art and possible future 
developments be investigated in some detail to estimate the influence of the 
refrigerator on the total system. 

Cryogenic refrigerators and gas liquifiers are not new—some 
were made before the turn of the century.   There are many large gas liqui- 
fiers in operation in this country today and many more under construction. 
Arthur D. Little, Inc., has sold more than two hundred of their laboratory 
helium refrigerators and liquifiers in the past 18 or 20 years.   Because of 
this backlog of experience, some facets of the performance of cryogenic re- 
frigerators are well defined; for example, the coefficient of performance. 

However, aerospace requirements have accelerated progress 
and shifted emphasis in some areas.   New and improved operating cycles 
are being used.   When these are fully developed, further increases in co- 
efficient of performance may be realized, particularly for refrigerators 
operating below 30° K.   Another area receiving extensive attention is weight 
reduction.   Most cryogenic refrigerators made to date are either large fixed 
installations or laboratory machines.   These are heavy because there has been 
little incentive to reduce weight.   However, the increasing number of airborne 
and aerospace applications for cryogenic refrigerators has led to the design of 
lightweight machines.   Unfortunately, these refrigerators are yet to be built 
and tested in a sufficient range of capacities and cold-end temperatures to per- 
mit accurate evaluation of weight from experience.   Therefore it is necessary 
to rely on design study weights for the next generation of refrigerators. 

3.2.2 Specifications 

In the application of superconducting electrical machinery for 
power transmission in aricraft it is, in general, required that the refrigeration 
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maintain a cold-end temperature of approximately 10° K under relatively high 
heat loads.   For reasons of economy it is also desirable that a large portion 
of the heat losses into the system be removed at a higher temperature, say, 
80° K.   All heat rejection from the system is assumed to occur by forced con- 
vection in a refrigerant-to-atmosphere heat exchanger.   Ambient temperature 
is assumed to be 300° K. 

3.3.3      Thermodynamic Cycles 

Due to the high heat loads, gas-expansion closed-cycle refrigera- 
tion systems look most promising for this application.   Other methods or re- 
frigeration, such as thermoelectric cooling and adiabatic demagnetization, are 
inherently less efficient and would impose too large a weight and performance 
penalty on the overall system.   See Reference 16 for a description and evalua- 
tion of these and other refrigeration techniques. 

The only gas which can be used as a refrigerant below 12° K is 
helium.   Since it will not be necessary to cool the helium below its satura- 
tion temperature, two-phase flow and its associated problems will not be en- 
countered. 

There are several types of low-temperature helium refrigerators 
in use at the present time.   Most of these are based on one of four thermodynamic 
cycles.   These are the Joule-Thomson Expansion Cycle, Claude or Expansion 
Engine Cycle, Stirling Cycle, and Gifford-McMahon Cycle.   These cycles have 
been discussed extensively in the cryogenic refrigeration literature (Refs. 16 
through 33). 

Although it is theoretically possible to use each of the above cycles 
for this application, it is our opinion that the only practical choice is the Ex- 
pansion Engine Cycle.   This opinion is based on the following limitations of the 
other cycles: 

Joule-Thomson Expansion Cycle 

This cycle is normally utilized when it is necessary to liquify the 
working fluid.   When it is unnecessary to liquify the gas, as in this case, the 
low efficiency of this cycle compared to the Expansion Engine Cycle results 
in an unacceptable power penalty. 

Stirling Cycle 

This cycle requires the use of reciprocating components which 
present extreme lubrication and wear problems.   A satisfactory solution to 
this problem does not appear very promising for the near future.   In addition, 
the Stirling Cycle requires the use of a regenerator.   A low temperature limit 
which would appear to be above 12° K is imposed by the regenerator.   Therefore, 
a secondary loop would be required both to achieve the desired temperature and 
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to provide a cooling medium, since the nature of the Stirling Engine does not 
allow the working fluid to be used as a cooling medium.   This would unncessar- 
ily complicate the system and decrease reliability. 

Gifford-McMahon Cycle 

This cycle, which also requires the use of a regenerator, is in- 
herently less efficient than either the Stirling Cycle or the Expansion Engine 
Cycle.   In addition, it also would require the use of reciprocating components, 
as does the Stirling Cycle.   This leads to the same limitations mentioned for 
the Stirling Cycle. 

Expansion Engine Cycle 

An ideal Expansion Engine Cycle is reversible and consists of adia- 
batic expansion and compression processes connected by constant pressure pro- 
cesses.   Heat is transferred from the high-pressure gas entering the expansion 
engine to the low-pressure gas leaving the expansion engine in a countercurrent 
heat exchanger.   Refrigeration is produced by the expansion of the gas, with the 
resulting work being merely a by-product.   Heat is rejected from the cycle at the 
high temperature by the compressor coolers.   In the practical Expansion Engine 
Cycle, losses are incurred which result in lower efficiency than in the ideal cycle. 
These losses arise from irreversibilities of the practical cycle, fluid friction, 
mechanical friction, gas leakage, and heat leakage. 

A temperature-entropy diagram of the Expansion Engine Cycle is 
shown in Figure 4.   The cycle contains two expansion engines and supplied re- 
frigeration at two temperature levels.   The use of two expansion engines pro- 
viding refrigeration at two temperature levels, rather than one expansion engine 
supplying all the refrigeration at the lower temperature, significantly reduces 
both the weight and  the power requirements for this application.   The addition 
of a third expansion engine would reduce the weight and power requirements still 
further; however, the effect of adding a third expander is considerably less than 
that of adding a second expander.   For this application, the improved performance 
that would result from the addition of a third expander appears to be insufficient to 
warrant the added complexity and reduced reliability incurred. 

Analysis and optimization of the cycle must take into account the 
various types of compressors, expansion engines, and heat exchangers that can 
be used.   Performance, weight, and reliability must all be considered in selecting 
various types of components. 

A weight penalty due to the power consumption of the refrigeration 
system must also be taken into account in optimizing the cycle.   This weight 
penalty is in the form of additional primary power system weight required to pro- 
vide the power to operate the refrigerator. 

3.3.4      Compressors and Compressor Power 

For the heat loads of this particular application, the possible range 
of flow conditions is such that three types of compressors can be considered. 
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These are low-speed reciprocating compressors, high-speed multi-staged re- 
generative compressors, and high-speed multi-staged centrifugal compressors. 

The efficiency of a reciprocating compressor would be quite high. 
However, the low speed of the reciprocating compressor results in a heavy com- 
pressor drive.   Lubrication also presents a problem with reciprocating compres- 
sors.   If oil lubrication is used, then oil removal equipment must be added to the 
system to prevent contamination of the helium.   The oil removal system can add 
considerable weight to the system.   Non-lubricated compressors can be used.  The 
life of a nonlubricated compressor, while significantly less than that of a lubricated 
compressor, might be adequate for this application. 

High-speed multi-staged regenerative compressors utilizing gas bear- 
ings offer high reliability and long life.   Because of the high speed required for 
operation of this type of compressor, both the compressor and the drive weight 
are considerably lower than those of a corresponding reciprocating compressor. 
The performance of the regenerative compressor, however, is only half as good 
as that obtainable from the other two types.   This results in high power require- 
ments and correspondingly high power weight penalties. 

High-speed multi-staged centrifugal compressors utilizing gas bearings 
offer high reliability, long life, high performance, and low compressor and com- 
pressor drive weight.   The major difficulty with the centrifugal compressor for 
this application is the high speed required and the large number of stages.   How- 
ever, taking all factors into consideration, the centrifugal compressor appears to 
be the best choice. 

Compressor performance and size are determined by specific speed 
considerations based on the relationships presented in References 34 and 35.  The 
maximum speed is limited to 100,000 rpm, which is within the present state of 
the art for gas-bearing-supported compressors.   The maximum tip speed of the 
compressor rotor was limited to 1500 feet per second by stress considerations. 

The high speed of the compressor lends itself well to direct coupling 
to a small auxiliary-power gas turbine engine, thus eliminating problems of gear 
drives. 

3.3.5      Expansion Engines 

Both reciprocating and high-speed turbo-expansion engines have been 
used in cryogenic refrigerators.   Reciprocating expansion engines offer high ef- 
ficiency but present reliability and lubrication problems.   High-speed turbo- 
expanders offer greater reliability and longer life when gas bearings are utilized. 
For the flow conditions of this applications, turbo-expanders, while not as efficient 
as reciprocating expanders, offer satisfactory efficiency.   High-speed turbo- 
expanders appear more suitable for this application for their higher reliability 
and longer life. 

Performance and size of turbo-expanders are given in data presented 
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in References 3ü, 37, and 38.   These references present data for helium turbo- 
expanders operating at speeds as high as 500,000 rpm.   The turbo-expanders 
are of a radial in-flow type. 

3.3.6 Heat Exchangers 

Helium-to-hclium and helium-to-air heat exchangers are required 
for intra-cycle and for heat rejection heat transfer, respectively.    Compact 
heat exchangers of the plate fin type (see Refs. 21 and 39) offer ruggedness 
and low weight with high heat transfer rates and low pressure drops.   The 
counterflow configuration is the most effective for the helium-to-helium heat 
exchangers.   For the heat rejection heat exchanger, use of the cross-flow 
configuration minimizes the header problems and gives the best overall results. 
An auxiliary fan is required to guarantee sufficient cooling air flow under all 
conditions. 

3.3.7 Performance and Weight 

A gas expansion refrigerator is simply a heat engine    in which 
mechanical work is used to compress a gas;   the heat of compression is then 
rejected, and refrigeration is produced by expansion of the gas.   The coef- 
ficient of performance (COP) of a refrigerator is defined as the ratio of re- 
frigeration produced (qo) to the net work input (Wj^).   The maximum theoret- 
ical coefficient of performance of an ideal reversible refrigerator taking in 
heat at a low temperature (TQ) and rejecting heat at a higher temperature 
(T^) can be determined for a Carnot cycle.   The coefficient of performance 
for a Carnot cycle is given by 

COP q /W 
T C 

0    R      Tn " Tc 

This relationship represents the maximum attainable performance of a re- 
frigerator and can be used as a reference of comparison for the less ef- 
ficient practical refrigerators.   The rapid decrease in attainable refrigera- 
tion performance at lower temperatures is apparent from this relationship. 

In a practical cycle the actual performance will be significantly 
less than that of the ideal Carnot cycle.    Reference \H indicates that the 
performance of a refrigerator operating at the temperature of 12° K will be 
only 2 percent to 10 percent of Carnot performance. 

Figures 5 and 6 show the reciprocal of the coefficient of per- 
formance and the specific weight, respectively, of cryogenic refrigerators 
as a function of cold-end temperature and refrigeration capacity.   As might 
be expected,  1/COP and specific weight both increase as the cold-end tem- 
perature decreases.   Decreasing capacity has the same effect due to manu- 
facturing tolerances and limitations as components become very small. 
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Figures 5 and 6 were compiled on the basis of available information 
on existing refrigeration systems and design studies (Refs. 16, 18, 21).   Par- 
ticularly in the case of the high capacity systems, of primary interest for this 
investigation, there is little or no actual experience.   Both figures are, there- 
fore, essentially projections and in most instances represent values better than 
currently available machines.   For example, 1/COP is about 15 percent lower 
at 100° K and 50 percent lower at 4. 2° K than present operational refrigerators. 
The specific weight is also projected lower to reflect the changeover from re- 
ciprocating compressors and expansion engines to turbo-centrifugal machines. 

The impact that the refrigeration system has on the weight, relia- 
bility, and operation of the superconducting electric transmission system has 
been stressed.   Advancements in the state of the refrigeration art can therefore 
be expected to have a similar impact on the improvement of such a transmission 
system.   While true breakthroughs are, by definition, not predictable, the gener- 
al improvement in design, manufacture, and operation of machines and systems 
can be anticipated to some extent. 

Continued effort in the design and manufacture of turbo-expanders 
and compressors can be expected to result in improved overall performance 
and efficiency.   It can be expected that within the next 10 years, a 20-percent 
improvement in turbo-compressor efficiency is possible. 

Efforts are also continuing in the area of compact heat exchangers, 
where advances in materials, fabrication techniques, and new designs can be 
expected to increase the effectiveness and reduce the weight. 

For the period between 1965 and 1975, an estimate of 20-percent 
increase in refrigerator coefficient of performance and of 15-percent decrease 
in system weight appears attainable. 
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Section 4 

REVIEW OF MOTOR TYPES 

4,1      Introduction 

Over the years there has been continuous progress in the direction 
of decreasing the size and weight and increasing the efficiency and reliability 
of electric motors and generators.   Major advances in this direction have been 
improvements in insulation and design configuration which have resulted in an 
increate in the rate of heat dissipation from the machine.   A consequence of 
this increased dissipation has been lower operating temperatures, thereby re- 
ducing the operating lob^cs or increasing the allowable current density.   The 
unique properties of superconductors (see Section 3.1) immediately suggest 
that machines wound with these materials may result in extremely compact, 
efficient devices.   It is also likely that these unique properties may present 
new design concepts and new machine configurations more attractive than 
conventional configurations. 

A study by R. L. Mela, et al,        ' evaluates a number of machine 
designs, both unique and conventional.   The conclusion reached was that the 
best machine is a DC-excited, more or less conventional design machine, with- 
out an iron magnetic path and with both the rotating field and the stationary 
armature superconducting.   The machines investigated in this study were per- 
manent magnet cylindrical and axial air-gap machines, DC-excited cylindrical 
air-gap machines, inductor and Lundel! machines, and an AC-excited electro- 
magnetic machine. 

As an extension of the previous work, the machines to be examined 
here are DC-excited axial air-gap machines, DC-excited cylindrical air-gap 
machines with and without an iron magnetic path (including a Graham ring, 
toroidal-wound armature machine), mixed machines (part superconducting, 
part normal conducting), and cryogenic machines. 

Before proceeding with the discussion of these AC machines, a word 
about DC machines maybe in order.   The most significant feature differentiating 
a DC machine from an AC design is the fact that the DC machine has a segmented 
commutator on the rotor.   If the armature, typically of high current to lake ad- 
vantage of the superconductor, is on the rotor, the commutator must be very large 
to carry the high current (on the order of 50 amperes per square inch).   Arcing 
is a problem and leads to brush heating and short brush life. 

With the field on the rotor, the current is decreased to take advantage 
of the high critical flux density of the superconductor, but many turns are required 
to generate the strong field.   The inductance of such a field is high.   Extremely 
high voltages are generated as the commutator breaks the circuit.   The high voltages 
necessitate extra insulation and lead to arcing and reduced brush life. 
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Another factor common to both of the above situations is that ordinary 
carbon brushes chatter, even under the best of conditions, leading to a distorted 
waveform and losses in the superconductor. 

From the above discussion it would appear that except in some particu- 
lar situation, or for a very unusual design, the use of superconductivity in a DC 
machine is of no particular advantage. 

4.2 DC-Excited Axial Air-Gap Machine 

One particularly important use of supercondueting windings is in the 
creation of magnetic fields with extremely high magnetic flux densities.   The 
axial air-gap machine offers the possibility of high flux density and very efficient 
use of the field, since the length of the return path relative to the active path, par- 
ticularly for a multi-stage machine, can be made very small.   The axial air-gap 
machine is shown schematically in Figure 7. 

The two major problems in the axial air-gap machine are:  (1) finding 
a winding pattern which provides for efficient use of the total length of conductor 
and (2) designing a rotor which will contain a large number of conductors and still 
be structurally sound.   Once a satisfactory winding form is found, virtually any 
power level can be attained by adding more stages. 

The problem of winding is that the active lengths of the winding run 
radially, and there is extreme bunching and interference of the windings near the 
center of the machine.   As the successive windings are pushed farther out to re- 
duce bunching, their active length shortens and they become less effective. 
Another problem is the high tensile load on the radially oriented conductors on 
the rotor, resulting from the centrifugal force. 

Preliminary calculations indicate that the axial air-gap machine would 
be about twice as heavy as an equivalent cylindrical air-gap machine in the 3000- 
horsepower size.   Also, a greater length of superconductor   would be required 
to make up for the inefficient winding pattern, and this would lead to greatly in- 
creased losses. 

1.3 DC-Excited Cylindrical Air-Gap Machines 

The majority of conventional motor designs are of the cylindrical air- 
gap type.   When designed to use superconducting windings, it is desirable to wind 
the armature on the stator with the field on the rotor.   In a conventional machine, 
sliprings and brushes are used to provide a rotating contact to excite the rotor 
electromagnet.   These have not proven to be sufficiently raliable for use with 
superconducting fields, particularly at high rotational speeds.   The most attractive 
alternative is to use liquid-contact brushes. 

Cylindrical air-gap machines can be classified in three major styles: 
(1)   conventional wound without an iron magnetic path, (2) conventional wound with 
an iron magnetic return path, and (3) Graham ring or toroidal wound.   The dis- 
tinction between (1) and (2) is based upon the operating specifications, being a 
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trade-off between the various loss mechanisms.   The distinction between the eon- 
ventional wound machines and the toroidal wound machine is a matter of ease of 
fabrication, support of the windings, and heat transfer between the superconduct- 
ing" windings and the cryogenic cooling fluid. 

As explained in detail in the design sections of this report, the major 
thermal losses in these machines are the windage or fluid friction losses and the 
losses associated with the alternating currents and magnetic field.   In very high- 
speed machines, the windage losses can be quite significant.   By using iron in 
the magnetic path, the required magneto-motive force (MMF) in the field is de- 
creased, thereby allowing a reduction in the rotor diameter and consequently a 
reduction in windage losses.   The eddy losses generated in the newly added iron 
magnetic path would seriously overload the low-temperature (10° K) refrigeration. 
However, by proper design, the iron can be isolated ...lermally and cooled at an 
intermediate temperature (80° K) where such cooling is more economical. 

As the design speed of the machine is reduced, the windage losses 
decrease rapidly.   A point is reached where it is no longer necessary to require 
minimizing the rotor diameter, at which point it is better to .'emove the iron, 
accept a slightly higher windage loss in the 10° K region, but eliminate the iron 
loss entirely. 

In Section 3.1 it was stated that the intermetallic compounds, those 
most attractive for electrical machinery because of their electrical, magnetic, 
a'""' temperature characteristics, are brittle and difficult to handle.   Attempts 
to make them more manageable by depositing them as thin films on ribbon or 
wire substrates have been reasonably successful;   however, even the thin film 
superconductors are delicate.   In a conventionally wound device with its multi- 
tude of crossed end loops (Figure 8a), the possibility of damaging the supercon- 
ductor during winding is high.   Also, it is necessary to firmly support the end 
windings against the magnetic forces encountered during operation and to electri- 
cally insulate the wires from each other.   But to do so makes it very difficult to 
cool the windings properly. 

The Graham ring or toroidal winding arrangement (Figure 8b) eases 
the fabrication and cooling problems significantly;   there is a minimum of wire 
crossing, the only electrical insulation required is between successive turns 
and therefore of low potential, and the end loops are tightly wound on the form 
and therefore require no additional support.   The major disadvantage of this 
winding is that there is only one active length of wire per turn (there are two in 
the conventional winding), and therefore the total length of superconductor is 
increased appreciably.   This in turn may lead to an increase in the AC losses 
for the winding. 

4.4       Mixed Machines 

Two of the major losses in the superconducting motor/generator 
system are the windage (viscous drag) losses and the AC losses.   By operating 
the armature at room temperature and cooling only the field, both of these 

23 



Conventional Winding 

(a) 

Toroidal Winuing 

(b) 

Figure 8.    Cylindrical Air-Cap Machines 

24 



losses may be virtually eliminated.   A detailed study of this type of machine was 
conducted by the Avco-Everett Research Laboratory. 

In the Avco design, the superconducting field windings are mounted 
inside a Dewar filled with helium and do not rotate.   The hollow tubular armature 
rotates around the outside of the stationary field and Dewar assembly.   Since the 
rotating member is at room temperature, the windage losses are negligible. 

This form, with the armature outside, is the result of an optimization 
study by Avco.    To evaluate the design at the 3000-horsepower level, a scaled- 
up version of the Avco motor was designed.    The result was a motor/refrigera- 
tor design weight about twice that of the equivalent totally superconducting machine. 

4.5 Cryogenic Machines 

An optimization study (see Appendix IV) was undertaken to determine 
the possible use of cryogenic temperature copper-wound motor/generators in 
the electrical transmission system.    The study indicated an optimum operating 
temperature of 40° - 50° K for minimum system weight.   However, the total 
system weight proved to be between two and three times as heavy as a supercon- 
ducting system at the same power level. 

As the temperature decreases, the resistivity of the copper also de- 
creases, permitting the use of higher current densities for constant resistive 
losses.    The iron losses, on the other hand, increase slightly with decreasing 
temperature.   However, the effect is small, and for this study the losses were 
assumed constant over the 30° and 90° K temperature range at 1.4 times their 
room temperature value. 

The study consisted of varying three geometric parameters at several 
temperature levels.    The geometric parameters chosen were the slot depth, core 
thickness, and effective length.   These parameters determine the loss-weight 
ratio for the motor at a given power level.    The combined weight of the motors and 
the refrigerator was then calculated for each set of geometric conditions.   In this 
manner, the optimum configuration for each temperature level was determined. 
The optimum weights were then compared over the range of temperatures to de- 
termine the best temperature. 

The following trends were noted during the study.   At temperatures 
below 50° K the refrigerator specific weight became the dominant factor, while 
above 50° K the resistive losses were the main feature.   As refrigerators im- 
prove in specific weight, the optimum temperature may shift to a lower value. 
Also noted was that the optimum current density is about 18,000 amperes per 
inch square, an order of magnitude greater than for room temperature machines. 

4.6 Conclusions 

For the particular application which is the subject of this study, the 
cylindrical air-gap, conventionally wound machine without an iron magnetic return 
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path has been selected for further investigation.   The iron can be eliminated 
because the speeds are sufficiently low such that windage is no problem.   The 
AC losses are the major loss mechanism;   therefore, the conventional winding 
was selected to minimize the total superconductor length required. 
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Section 5 

COMPONENT DESIGN AND EVALUATION 

5.1      Superconducting Motor/Generator 

The basic superconducting motor/generator design configuration is 
shown in Figure 9.   The essential features of this design are: 

(1) The armature is wound on the stator. and the field 
rotates.   The field is excited by a relatively low 
DC current.   This design, therefore, minimizes 
the problem of brushes to the high-speed rotating 
shaft. 

(2) Liquid metal brushes are used in accordance with 
the recommendations of Reference 41. 

(3) The shaft is a long, cylindrical tube with the field 
on the inside.   This configuration results in a 
high shaft stiffness with low thermal conduction 
loss and also gives maximum support to the field 
windings. 

(4) Both armature and field windings are operated in 
the superconducting mode.   They are cooled to 
10° K by circulating refrigerated helium gas. 

(5) The entire cold region is vacuum insulated to 
minimize heat leaks into the cold region.   In Section 
3.2 it is shown that the weight of the refrigeration 
unit increases rapidly as the thermal load increases 
and as the cold-end temperature decreases.   Another 
consequence of this fact is that a thermal shield is 
provided to remove as much of the heat load at a higher, 
intermediate temperature as possible. 

The various motor designs in the following study are characterized 
by two parameters:   (1) the ratio of the length of the active armature region to 
the diameter of the field (L/D) and (2) the number of poles (P). 

The operating parameters considered variable are the power rating 
of the unit yW ) and the operating speed (N). 

The operating voltage is assumed constant at 1000 volts RMS, and 
all designs are for three-phase, wye connection. 
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A preliminary comparison of the weight and losses of three motors 
of different power ratings is shown in Table II and Figure 10. 

Table II 

 Motor Weight and Losses  

Rated Power 
(hp) 

Weight 
(lbs/hp)_ 

0.200 

Losses 
(Btu/hr-hp) 

250 0.660 

;500 0.055 0.153 

3000 0.036 0.130 

It is clear that the cost of power in terms of weight and refrigeration 
is greatly reduced for the more powerful units.   The remainder of this study 
concentrates on the 3000-horsepower devices. 

Design Optimization 

Preliminary investigation indicated that the physical and operating 
parameters of the superconducting motor could be selected to minimize the 
weight of the superconducting transmission system.    The large number of 
interdependent variables makes it very difficult to get an explicit relation for 
this optimization.   The most direct approach was to design a number of motors 
to vary the parameters separately, and to select the optimum design from plots 
of the design results. 

A number of 3000-horsepowers motor designs were calculated (see 
Appendix I) for various values of speed, number of poles, and L/D ratio.   A 
summary of the designs is given in Table in and Figure 11.   It is readily apparent 
that an optimum (minimum) motor weight is realized at a L/D ratio between 1 
and 3 while an optimum (minimum) loss occurs at a L/D ratio between 0.2 and 
1. 

The refrigeration system weignt for an operating transmission 
system can be several times the weig.it of the superconducting devices being 
cooled (this   point will be emphasized in greater detail in Sections 6 and 7 of 
this report).   As a consequence, it appears reasonable to expect that the best 
overall system design will be optimized for tie situation of minimum t icrmal 
losses. 
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Table III 

Design Summary   -   3000-Horsepower Motors 

Design 
Number 

Number 
of 

Poles 
Speed 
(rpml L/D 

M 
(lbsj_ 

R* 
(Btu/hr) 

1 2 12,000 18.1 122 572 

2 2.6 9.? 452 

3 0.9 98 442 

4 0.4 112 515 

5 6,000 36.2 194 559 

6 5.1 122 421 

7 2.0 119 369 

8 0.9 128 348 

9 1,200 18.1 772 554 

10 25.5 361 412 

11 9.4 287 352 

12 4.3 262 314 

13 2.0 267 284 

14 4 12,000 14.6 119 953 

15 2.5 92 728 

16 0.7 96 640 

17 0.3 113 700 

18 0.1 136 926 

19 6,000 29.2 187 938 

20 5.1 122 698 

21 1.4 114 566 

22 0.6 125 513 

23 0.3 146 482 

24 1,200 14.6 732 932 

25 25.4 359 689 

26 7.1 252 549 

27 2.9 226 476 

28 lt5 230 422 
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Table in (continued) 

Design 
Number 

29 

Number 
of 
Poles 

10 

Speed 
(rpm) 
12,000 

L/D 
26.9 

M 
(lbs) 
175 

R* 
(Btu/hr) 
2131 

30 3.0 97 1512 

31 0.8 97 1286 

32 0.3 112 1184 

33 0.1 135 1354 

34 6,000 53.8 299 2106 

35 6.0 132 148( 

36 1.5 115 1210 

37 0.5 124 1010 

38 0.3 146 930 

39 1,200 26.9 1293 2095 

40 29.9 4rd 1470 

41 7.5 261 1193 

42 2.7 221 962 

43 1.4 228 850 

44 20 12,000 6.1 132 2944 

45 1.2 107 2317 

46 0.4 117 2029 

47 0.2 136 2016 

48 6,000 12.1 201 2893 

49 2.3 134 2231 

50 0.8 134 1847 

51 0.3 148 1589 

52 1,200 60.6 755 2876 

53 11.6 353 2210 

54 3.9 268 1795 

55 1.6 239 1509 
* Note:   When using superconducting transmission lines in conjunction with these 

motor designs, the losses associated with bringing the normal conducting 
leads out to room temperature are eliminated.   (The losses associated 
with superconducting transmission lines are determined in Section 5.4 of 
this report).   The tabulated losses for the motor designs should be reduced 
 bv 96 Btu/hr when using superconducting transmission lines.  
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5.2      Cryogenic Refrigeration 

A necessary condition for tue operation of superconductors is that 
the temperature be maintained below the critical temperature of the supercon- 
ductor.   For the materials presently avaialable and considered applicable to this 
study, this temperature is typically in the 10° K to 15° K region. 

The heat load to the refrigerator is composed of three major factors: 
(1) heat losses occurring by communication with the environment, primarily by 
conduction and radiation, (2)   heat generated in the cold region due to windage, 
and (3)   heat generated in the cold region as a result of the rotating magnetic field 
and the alternating current in the armature.   As the weight of the refrigeration 
system will be a substantial portion of the total system weight, it is desirable to 
reduce these losses to a minimum.   Where the losses cannot be reduced, it is 
desirable to remove them at the highest possible temperature. 

A number of thermodynamic cycles nave been developed to refrigerate 
at cryogenic temperatures.   See Section 3.2 for a complete investigation and eval- 
uation of these various techniques.   As pnisented in Section 3.2, the "Expansion 
Engine" cycle using two turbo-expanders to provide refrigeration at two tempera- 
tures and a turbo-compressor appears to be the most suitable system for this 
application.   Figure 12 is a schematic diagram of such a refrigeration system. 
Figures 13 and 14 show the performance and the weight, respectively, of such 
a refrigeration system operating at a cold-end temperature of 10° K.   The data 
for Figures 13 and 14 were taken from Figures 5 and 6 of Section 3.2. 

The optimization of a refrigeration system would involve many param- 
eters, and a complete optimization requires not only considerable work but a 
more detailed knowledge of the various system requirements and performance 
and weight trade-offs.   To study all the parameters thoroughly would require a 
computer. 

In comparing a refrigerator design with existing helium refrigerators, 
three factors must be taken into account: 

(1) The helium is not liquified in this refrigerator. 

(2) The heat loads in this applica'ion are much higher than 
those of most presently available refrigerators. 

(3) The refrigerator has been designed specifically for 
light weight. 

From the Camot performance considerations, it is readily apparent 
that the work per unit heat load is considerably reduced by operating at 10° K 
rather than at the helium liquifaction temperature.   This also results in lower 
refrigerator weight per unit heat load, and is the basis for deciding to remove 
as much of the loss heat at the higher intermediate temperature as possible. 
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5.3      Spücd Reduction 

A major problem which any proposed power transmission for an air- 
craft must solve is the problem of taking shaft power from a high-speed gas 
turbine and reducing it to the appropriate propeller speed.   Considering mechani- 
cal and electromechanical solutions to this problem, the following methods present 
themselves: 

(1) Two-pole AC generators driving n-pole motors 
where n/2 becomes the speed-reduction ratio. 

(2) DC generators and motors designed for a desired 
torque/speed relationship. 

(3) AC motors and generators coupled with frequency 
crnversion equipment. 

(4) Mechanical speed reducers. 

(5) Any combination of the above. 

From the above list it is possible to eliminate solutions 2 and 3 for 
the present study. 

Electrical machinery using superconductors can not presently be made 
to work beneficially in DC applications. The reason is that commutators are used, 
with the inherent making and breaking of electrical circuits. These interruptions 
give rise to surges which cause the superconductors to "quench" or "go normal". 
While superconductors may someday be developed which will resist "going normal" 
in the presence of these surges, we have not included DC components as a possible 
solution in this study. 

Studies of AC electric drives have been conducted by the United States 
Army Engineer Research and Development Laboratories at Fort Belvoir, Virginia 
(43).   The use of solid-state cyclo-converters with AC motors and generators has 
been shown to have attractive advantages in size, weight, and control features. 
Additional weight reductions can be predicted when superconducting motors and 
generators are employed.   However, the weight of the frequency converter will he 
limited by improvements in cooling techniques of the solid-state devices used. 
The present weight of a cyclo-converter for electrical speed reduction in a high- 
power aircraft application is prohibitive. 

Solution 1 has some promise in spite of the fact that the high-power 
motor running at propeller speed becomes rather large and less efficient.   This 
increase in weight is somewhat offset by the elimination of mechanical speed re- 
ducers, which are themselves rather large and heavy. 

For a system composed of motors and generators in an electrical 
drive, a system employing a 2-to-l mechanical speed reducer between the turbine 
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and the generator (where the speeds are high and the torque and weight corres- 
pondingly low) followed by a 5-to-l electrical spe d reduction (2-pole generators 
driving 10-pole motors) appears very attractive. 

5.4       Superconducting Transmission Lines 

The special problems associated with the design of an efficient super- 
conducting transmission line are: 

(1)       The high ratio of surface area to volume necessitates 
an extremely low heat transfer coefficient from the 
cryogenic region to the environment. i. 

(2)       The cryogenic line and insulation should be electrically 
non-conducting to eliminate eddy current losses which 
would place an added load on the refrigeration capacity. 

Both of these requirements are met by a recently developed plastic 
laminate which has vacuum retention qualities at liquid helium temperatures. 
The transmission line would be constructed a« a double , concentric walled tube 
of this plastic with the superconducting line and cryogenic helium in the center 
tube and a vacuum in the annulus between the two tubes.   A separate line would 
be provided for each phase to eliminate interaction and to minimize the hysteresis 
losses in the superconductors. 

Use of the superconducting transmission lines eliminates the necessity 
of bringing normal conducting leads into the superconducting region of the motors 
and generators.    This eliminates the requirement for lead heat exchangers and 
reduces the refrigeration load for each machine by a considerable factor. 

The transmission lines perform a double function.   In addition to the 
current carrying function, they also act as the refrigerant lines.    The size of 
the line is determined by the helium refrigerant flow rate, which in turn is de- 
termined by the total refrigerating load for the cooling circuit being considered. 

Figures 15 and 16 show the approximate weight and volume and the 
losses of the superconducting transmission line as a function of the total refriger- 
ation load for the cooling circuit and the total power conducted through the trans- 
mission line. 

The vacuum in the annulus between the two tubes, while perhaps ini- 
tially evacuated by mechanical pumping, will be maintained during opeiation by 
the cryo-pumping associated with the helium refrigerant line in the center. 

• 
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Section 6 

SYSTEM DESIGN AND EVALUATION 

6.1      System Design 

For the purpose of determining the best electrical transmission 
system design, five basic configurations, each approximating the general 
specifications of the XC 142A V/STOL aircraft, were considered. 

System A (Fig. 17a) is a straightforward electrical system which 
uses four 2-pole generators driving four 2-pole motors (one for each pro- 
peller), mechanical speed reduction to drop the motor speed to the propeller 
speed, and a single refrigeration unit servicing all superconducting devices. 

System B (Fig. 17b) is similar to System A with the exception 
that four 20-pole motors replace the 2-pole motors and mechanical speed re- 
ducers, and the 10-to-l reduction is accomplished by virtue of the relation 
of the speed of the 20-pole motor to the frequency of the power generated by 
the 2-pole generator. 

System C (Fig. 17c) combines features of Systems A and B where- 
by 10-pole motors are driven at prop speed by 2-pole generators driven at 
half the turbine speed through a 2-to-l mechanical speed reducer. 

System D (Fig. 17d) uses the superconducting system for cross- 
coupling only.   A straight-through shaft between each turbine and its related 
propeller provides the primary power transmission.   Speed reduction is 
accomplished mechanically. 

System E (Fig. 17e) uses four 2-pole generators operating at 
turbine speed to generate electrical power at 200 cycles per second.   A solid- 
state frequency converter reduces the frequency to 20 cycles per second. 
The low frequency power drives four 2-pole motors at propeller speed. 

To enable a comparison of the major system differences to be made 
on a common basis, the following assumptions are made: 

(1) The total output power of each system is 12,000 horse- 
power (3000 horsepower from each device). 

(2) All systems use superconducting transmission lines. 

(3) The length of transmission line between each motor 
and generator pair is 10 feet. The length of cross- 
coupling transmission line is 40 feet. 

(4) The normal cross-coupled power is 10 percent of the rating 
of each device, or 300 horsepower. 
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(5)      Each system is optimized on the basis of minimum 
total system weight by varying the L/D ratio. 

The comparative results of the five electrical system designs are 
summarized in Table IV.   It should be noted that assumption (1) on the previous 
page actually imposes a penalty on System D, electrical cross-coupling only, 
because with this system the maximum power that any motor/generator will be 
required to supply will be three-fourths of the engine power, or 2250 horsepower. 

The extreme dependence of system weight on the weight of the re- 
frigeration unit is brought out by comparison of the upper and lower weight,es- 
timates for the various systems.   System B, which has a large refrigeration 
load, appears as an unattractive selection on the basis of the higher refrigeration 
weight, but is one of the best systems on the basis of the lower refrigeration 
weight. 

System D is consistently the lightest arrangement.   The reason is 
obvious when it is considered that the motor and transmission line are replaced 
by a simple shaft which has no refrigeration requirement.   This system has other 
advantages, such as safety, but this will be discussed later in comparison with 
the mechanical transmission system. 

System E is overweight by a factor of 3 or more.   It will not be con- 
sidered further. 

Based upon the preliminary design comparison in Table IV, system 
B (Electrical Speed Reduction) and system D (Electrical Cross-Couple Only) 
were selected for more complete development and for final comparison with 
the mechanical system in Section 7. 

6,2      System Control 

Parallel Operation 

For simplicity, the first part of this description will assume only 
two identical machines to be in operation,   appendix II gives the mathematical 
basis for the following description. 

If we consider two identically wound superconducting synchronous 
machines in parallel, and assume constant synchronous reactance, neglecting 
all,resistance effects, then we have the following well-known effects: 

(1)     If they are moving as alternators separately at the 
same speed with no phase angle (or "load angle") 
between their emfs, and are identically excited, 
then there is no voltage difference between their 
terminals.   They may be paralleled, and, unless 
the excitation is changed or the speed of one prime 
mover starts to change, then they will remain in 
equilibrium with no current circulating between them. 
This condition   (of no circulating current) will not be 
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Table IV 

Preliminary Design Summary 
Electrical Transmission Systems 

(A)    Electrical Transmission System 

- generators, 2-pole,  12,000 rpm 
- motors, 2-pole, 12,000 rpm 
- motor coupling 
- mechanical speed reducer 10:1 
- cross-coupling 
- refrigerator 

Total 

Weight Losses 
lb fBtu/hr 

412 1200 
412 1200 

18 120 
1652 — 

18 60 
230/1030   

2742/3542 2580 

(B)    Electrical Speed Reduction 

generators,  2-pole,  12,000 rpm 412 1200 
motors, 20-pole, 1200 rpm 1380 4560 
motor coupling 24 137 
cross-coupling 24 77 
refrigerator 490/2100 

2330/3940 
— 

Total 5974 

(C)    Combination Speed Reduction 

generator, 2-pole, 6000 rpm 560 840 
motor, 10-pole, 1200 rpm 1160 2400 
motor coupling 18 89 
mechanical speed reducer 2:1 200   

cross-coupling 18 59 
refrigerator 295/1300 

2251/3256 
  

Total 3388 

(D)    Electrical Cross-Couple Only 

- generator/motor, 2-pole, 12,000 rpm 
- mechanical speed reducer 10:1 
- cross-coupling 
- refrigerator 

Total 

412 1200 
1652   

14 46 
123/590   

2201/2668 1246 
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Table IV (Continued) 
i 

v 

Weight 
(lb) 

(E)   Frequency Converter System 

-  generator, 2-pole, 12,000 rpm 412 
-  motor, 2-pole,  1200 rpm 1200 
-  frequency converter 5000 
-  motor coupling 17 
-  cross-coupling 17 
-  refrigerator 170/780 

Total 6816/7426 

Losses 
^Btu/hr 

1200 
480 

84 
36 

1800 
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affected if a "load" is placed on the two machines (either 
in the form of an electric load at the terminal or in the foivn 
of dynamometer loads if they now operate as motors from 
an external electrical supply).   They are equally sharing 
the load. 

(2) If the excitation is unchanged but one prime mover starts 
to speed up, then there is a voltage difference between the 
two machines, which for small "load angles" is almost in 
quadrature with the terminal voltage.   This causes a circu- 
lating current (lagging the voltage difference by 90°) to 
occur.   This current is essentially in phase with the "fastest" 
machine voltage and in antiphase with that of the "slower" 
machine.   This current therefore represents load on the 
faster machine (which tends to slow or reverse its accelera- 
tion, and is therefore a stabilizing influence for small load 
angles); this tends to supply power to the slower machine, 
causing it to motor and hence aid in its acceleration so that 
the two machines remain in step.   Note that if the "governor 
characteristics" of the two machines are not identical, there 
will be uneven loading on the two machines, giving a tendency 
for one to generate and the other to motor at or near no-load 
condition. 

(3) Changing the excitation of two synchronous generators opera- 
ting in parallel will not affect the load sharing, but will 
merely cause zero power factor circulating currents.   ITius 
it is most important not to alter excitation of parallel genera- 
tors or motors.   It will probably be best either to have the ex- 
citation external to any control or, if it is necessary to reduce 
excitation (as suggested later), to operate the circuits in 
series with one another.   This is not usually a wise proce- 
dure unless characteristics are so nearly identical as to be 
almost unbelievable. 

Bearing in mind the above results, we see that the system will tend 
to be stable for reasonable perturbations and that it will be possible to share 
loads in a reasonable manner.   The next question to be considered is therefore 
that of startup. 

Startup 

It is rather surprising to find that according to the simple theory of 
AppendixII, the short-circuit current is independent of speed.   This is because 
both the emf and the synchronous impedance are linearly dependent on speed, and 
hence the ratio of the two is essentially independent of speed.   In normal machines, 
the resistance and secondary saturation effects tend to change this, but for a non- 
resistance machine, these effects will be absent.   It can be assumed that a syn- 
chronous impedance of about 100 percent would be chosen to give suitable short-circuit 
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protection.   However, this could have one serious disadvantage as far as the 
startup is concerned, in the condition where one machine is to be used to 
accelerate all the others. 

The results of AppendixIIshow the following interesting facts: 

(1) The current on parallel operation is independent of the speed 
(in the same way as for short-circuit current). 

(2) The torque is independent of speed;  it is mainly a function 
of the flux and current, which is tantamount to saying the 
square of the flux. 

If we could work with higher flux, we could achieve higher torque (with 
greater currents), but this would probably not be possible, since it is assumed 
that we are normally operating with as high a field as is reasonable within 
the critical current limit.   Therefore, it seems that, provided there is no 
need to start up aU the motors from one machine, or provided it is possible 
to shed load (by feathering the props) during startup, there is no problem. 
However, if it was ever necessary to run, say, three machines acting as 
motors from one acting as a generator, then there must be additional con- 
trols to ensure an equable load current and torque reduction;  under these 
circumstances it may be necessary to reduce the flux of all machines so 
that the maximum current drawn is within the rating of the drive machine 
(see also notes in Appendix II), 

6.3      Failure Modes 

The modes of failure that are peculiar to the superconducting 
system are those that cause thv JOSS of the superconducting state.   In this 
sense there are only two states;  superconducting and not superconducting. 
There is no in-between state.   The effect that this has on the integrity of 
such a system for V/STOL aircraft use depends upon the particular system 
configuration selected. 

Specific difficulties which can lead to loss of superconductivity 
are: 

(1) Failure of the refrigeration unit 
(2) Leaks in the helium refrigerant lines 
(3) Increase of environmental heat leak by loss of 

vacuum insulation 
(4) Increase of current loss by overloading the system 
(5) Short circuits 

Failure of ths refrigeration unit can be the result of mechanical 
failures, or it can result from the contamination of the helium.   Particles in 
the refrigerant lines can cause physical damage or can block narrow passages 
in the heat exchangers.   Any gaseous contaminants would freeze out and cause 
similar damage. 
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Leaks in the helium or vacuum lines could be the result of normal 
operation or could be caused by battle damage.   It is difficult to discuss such 
problems quantitatively;  but on a qualitative basis, leaks in the system would 
result in a more or less gradual reduction in the net refrigeration capacity 
available to maintain the operating system.   Extra makeup helium could be 
carried to prolong the useful operation in the event of a helium leak.   There 
is a possibility that strategically placed valves and disconnects could be used 
to seal off damaged areas to maintain partial system operation. 

Problems of overloading are basically problems of designing the 
system with a sufficient margin of safety. 

Short circuits would also be a problem of reliability and design. 
Because of the nature of the superconductor, shorts would probably shut down 
the entire system immediately. 

The effect that the failure of the superconducting machinery has 
upon the operation of the entire system depends upon the configuration chosen. 
If the completely electric or the electrical speed reduction systems are chosen, 
any failure will disable the plane.   For the system using electrical cross-coupling 
only, loss of coupling will have no effect on conventional flight and may not in- 
capacitate the craft in vertical flight if pitch and roll can be adequately controlled 
manually with the main propellers uncoupled.   It is anticipated that roll control 
will be adequate and that pitch control will be possible in the STOL mode with a 
flight speed greater than 60 knots. 

The failure modes described above are all unique to the supercon- 
ducting system.   There are other problems, such as loss of power in one or 
more engines or sudden changes in load, which affect any transmission system 
used.   The problem is essentially one of control.   In this respect, the super- 
conducting system, which utilizes llie same control devices as the mechanical 
system, is equivalent to a pure mechanical system in that it merely transmits 
the power and performs no control functions.   All control in such cases is pro- 
vided by the turbine and propeller controls and by the pilot. 
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Section 7 

COMPARISON OF MECHANICAL AND SUPERCONDUCTING 
 TRANSMISSION SYSTEMS  

7.1      Description of Systems 

For comparison of the proposed electrical transmission system with 
an equivalent mechanical system, a specific airplane, the XC-142A triservice 
V/STOL, was chosen.   The XC-142A is a tilt-wing cargo assault aircraft presently 
under development.   It is an all-weaüier troop, equipment, and supplies transport. 
For a more detailed description, see References 44, 45, and 46. 

The mechanical power transmission system is shown schematically 
in Figure 18a.   The shaded portions are those that are to be replaced by the 
electrical power transmission systems shown in Figure 18b and 18c.   Basically, 
the eliminated items are the cross-coupling shafting with its related gearboxes, 
all or part of the main propeller gearcases, the pivot and accessory gearcases, 
and the clutch and shafting to the tail propeller. 

The superconducting transmission systems can be described as 
electrical cross coupling only (Fig. 18b) or as electrical speed reducing (Fig. 18c). 
The major components of the electrical cross-coupling system are the speed- 
reducing portion of the propeller gearcases, four main superconducting motor/ 
generator units, one superconducting tail power motor with a power contactor, a 
refrigeration unit and accessory gearcase driven by a single auxiliary power turbine, 
and superconducting electrical transmission lines connecting all the components. 

The electrical speed-reducing system is similar to the electrical cross- 
coupling system with the exception that the mechanical speed reducers are replaced 
by 20-pole superconducting motors which are driven by the 2-pole generators,  there- 
by reducing the speed by a factor of 10. 

The electrical transmission systems proposed perform two major 
functions:   (1)   they permit cruising on two engines using all four propellers in 
the conventional flight mode (a more economical situation than feathering the 
extra props which are of a high-camber design), and (2) they provide cross coupling 
to distribute power for flight control in the vertical flight mode, including emergency 
power distribution in the event of a power failure.   The operational specifications 
and characteristics are given in Table V. 
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Table V 

Qperational Specifications and Characteristics 

Main propulsion 
Propeller speed 
Tail rotor power 
Tail rotor speed 
Cross coupling for 

control 

- four 3000-hp, 12,000-rpm turbines 
- 1200 rpm 
- 950 hp maximum 
- 2400 rpm 

- 850 hp maximum 

The rating of the main motor/generators of the electrical cross- 
coupling system is determined by the emergency condition of an engine failure 
during vertical flight.   In this situation, the three remaining engines generate 
the power to drive the fourth propeller.   With one engine out, the total system 
power remaining is at three-quarters of rating.   Each generato^notor must 
therefore be rated at 2250 horsepower.   The complete design specifications for 
the main generator/motors and for the tail motor are given in Table VI. 

Table VI 

Design Specifications 
Electrical Cross-Coupling System 

Power rating 
Voltage 
Speed 
Poles 

Generator/Motor 
2250 hp 

1000 volts, 3 phase 
12,000 rpm 

2 

Tail Motor 
950 hp 

1000 volts, 3 phase 
6, 000 rpm 

4 
Weight 
Losses 

90 lbs 
272 Btu/hr 

95 lbs 
111 Btu/hr 

For the electrical speed-reducing system, the main motors and 
generators must handle the full 3000-horsepower rated load.   The complete 
design specifications are as given in Table VII. There is no change in the tail 
motor from that specified in Table VI. 
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Table VH 

Design Specifications 
Electrical Speed-Reduction System 

Motor Generator 

Power rating 3000 hp 3000 hp 
Voltage 1000 volts, 3 phase 1000 volts, 3 phase 
Speed 1200 rpm 12,000 rpm 
Poles 20 2 
Weight 345 lbs 103 lbs 
Losses 1140 But/hr 300 Btu/hr 

7*2      Weight Comparison 

A comparison of the estimated weight of the superconducting 
transmission systems specified in the preceding section and the equivalent 
mechanical transmission system is summarized in Table VIII. 

Items which are common to all ihrae systems are not included in 
the weight comparison. 

By this comparison the superconducting systems appear compe- 
titive with the mechanical system.   The wide range in refrigerator weights 
emphasizes the penalty of the electrical speed-reducing system; however, 
there is good reason to expect that the larger refrigeration units will benefit 
most from the change to turbo-machinery, thus realizing the more opti- 
mistic weight projections. 

Other factors that also should be considered in a complete compari- 
son of system weights are the weight penalties resulting from inefficiency 
(see Section 7.4) and from system cool-down (see Section 7.6). 

7.3      Volume Comparison 

Detailed information required to determine the relative volume of many 
of the components in the three systems considered was not available.  An estimate 
for mechanical components was arrived at by determining approximately what 
proportion of the component volume is steel and what proportion is aluminum from 
layout drawings, calculating an average density for the entire component, and 
thereby determining the total volume from the known weight.   The volume of re- 
frigerator systems, where actual designs are not available, was determined by 
estimation of the average density, hopefully on the conservative side, and calcu- 
lation of the volume from the known weights.   The volumes of the superconducting 
devices were calculated directly from the designs.   The comparative results of the 
volumes so determined are shown in Table IX. 
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Table Vin 

System Weight Comparison 

Mechanical System 

(Mechanical component weights supplied by 
Aviation Materiel Laboratories) 

- Shafts, couplings, bearing supports 289 lbs 
- Main propeller gearcase 1900 
-  T-box 113 
-  Pivot and accessory gearcase 151 
-  Tail rotor clutch 30 

Total 2433 lbs 

Electrical Cross-Coupling System 

-  Generator/motors 360 lbs 
-  Tail motor 95 
- Main speed reducers 1652 
-  Cross-coupling lines 56 
-  Tail motor transmission lines 56 
- Accessory gearcases 15 
-  Refrigeration unit including turbine 125/600 ♦ 

Total 2359/^834 lbs 

Electrical Speed-Reduction System 

-  Generators 412 lbs 
-  Main motors 1380 
-  Tail motors 95 
-  Main motor coupling lines 96 
-  Tail motor coupling lines 56 
-  Cross-coupling lines 96 
- Accessory gearcase 15 
- Propeller supports 330 
- Refrigeration unit including turbine 495/2100 ♦ 

Total 2975/4500 

The ranges in refrigeration unit weights are the limits of the refrigerator 
designs as outlined in Figure 14. 
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Table K 

System Volume Comparison 

Mechanical System 

Shafts, couplings, bearing supports 
Main propeller gearcases 
T-box 
Pivot and accessory gearcase 
Tail rotor clutch 

Total 

0.69 ff 
10.50 
0.87 
1.16 
0.17 

13.39 ft3 

Electrical Cross-Coupling System 

- Generator/motors 
- Tall motor 
- Speed reducers 
- Cross-coupling lines 
- Tail motor transmission lines 
- Accessory gearcase 
- Refrigerator 

Total 

5.80ff 
1.51 
9.20 
2.16 
1.80 
0.10 

1.56/7.50 ♦ 
22.13/28.07 ft 

Electrical Speed-Reduction System 

- Generators 
- Main motors 
- Tail motor 
- Motor coupling lines 
- Tail motor transmission lines 
- Cross-coupling lines 
- Accessory gearcase 
- Propeller supports 
- Refrigerator 

Total 

6.12 ft 
10.68 
1.51 
4.08 
1.80 
4.80 
0.10 
1.65 

6.20/26.20 * 
36.94/56.94 fr 

* Range of refrigerator volume reflects range of design weights. 
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7.4      Efficiency Comparibon 

Of primary concern when considering the efficiencies of different 
aircraft power transmissions is the weight penalty in fuel associated with the 
losses found in the different system.   The electrical systems considered here 
have fewer losses associated with gears, bearings, and seals, but require 
that power be consumed in operating the refrigerator. 

The losses are compared for the systems operating in the cruise 
mode, since almost all of the operation measured in time or fuel occurs in 
cruising.   The cruise mode assumes that two turbines are driving four pro- 
pellers. 

The only losses considered are those which represent differences 
in the three systems compared. 

Gear mesh inefficiency of 0.5 percent has been assumed.   For 
bearings, a 0.2-percent inefficiency is assumed for bearings carrying tooth 
separating loads and 0.1-percent inefficiency is assumed for other bearings. 
Seals are assumed to have a constant friction torque of 10 inch-pounds. 
(These assumptions yield typical transmission efficiencies of better than 
95 percent.) 

The summarized differential losses are shown in Table X. 

Table X 

 System Efficiency Comparison  

Electrical reduction system 

Refrigerator 
Bearings 
Seals 
Gears 

Total 341.3 

Electrical cross-coupling system 

Refrigerator 107.0 
Bearings 144.0 
Seals 3.7 
Gears 90.0 

Total 344.7 

Mechanical system 

Bearings 161.4 
Seals 8.4 
Gears 152.5 

Total 322.3 

L~" 37 

Losses (hp) 

292.0 
48.0 

1.3 
0.0 
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The difference in losses in these systems is very small.   The 20- 
horsepower difference combined with a 0.5 pound per horsepower-hour specific 
fuel consumption yields a fuel consumption of 10 pounds per hour. 

7.5      Reliability Comparison 

7.5.1      Reliability 

In the comparison of the relative reliability of the mechanical and 
the superconducting transmission systems, only those components directly 
affected will be considered.   Devices common to all systems, such as the 
lubrication pumps, cooler, etc., are assumed to be equally as reliable for 
each system in spite of the fact that some of the details, such as load rating, 
may change. 

The Poisson of exponential failure frequency distribution will be 
assumed to be sufficiently accurate for purposes of this first reliability com- 
parison.   As explained in detail in the References (47, 48, 49), the Poisson 
distribution, while representative for electrical equipment, is optimistic in 
describing mechanical equipment, which can generally be better described by 
a Weibull distribution having a shape factor greater than 1.   The various param- 
eters qt^e Weibull distribution are extremely sensitive to changes in con- 
ditions '    'and can lead to large errors if misinterpreted.   Over short periods 
of time, however, the Poisson distribution is reasonably accurate and lends 
itself very readily to calculation of reliability and mean time between failure 
from tabulated failure rates for the various components and devices. 

Tables XI and XII give a detailed breakdown of the "generic" 
failure rate (the failures associated with a class of machinery) for each of 
the devices for the mechanical and the electrical transmission systems.   Refer 
to Figure 18 for the location and function of each device.   The failure rates 
used were taken from  Ref. 49 . 

The actual failure rate is related to the generic failure rate by 
the ralation 

Fr   =   Gr KE i 

where 

F        is the actual failure rate i r 

G        is the generic failure rate i 

Kp      is a modifier to adjust for the general environmental 
condition 

Earles and Eddins < "'have determined that Kg  = 50 is a generally representa- 
tive value describing the condition of an aircraft in flight. 

58 



» 

-i 
■   I 

Table XI 

Generic Failure Rates - Mechanical System Components 

Part 

Propeller Gearcase 
Bearings 
Seals 
Gears 

T-Box 
Bearings 
Seals 
Gears 

Quantity 

13 
4 
8 

7 
3 
4 

Pivot Box and Accessory Gearcase 
Bearings 21 
Seals 10 
Gears 9 

Shaft Asüembly 
Shaft 
Bearings 
Couplings 

5 (ave.) 
2 

a allures/ Total Failures/ 
106 hrs 106 hrs 

1.80 23.40 
0.12 0.48 
0.70 5.60 

29.48 

1.80 12.60 
0.12 0.36 
0.70 2.80 

15.76 

1.80 37.8 
0.12 1.2 
0.70 6.3 

45.3 

0.350 0.350 
1.800 9.000 
0.039 0.078 

9.428 

Dog Clutch 0.350 

Magnetic Clutch 0.6 
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Table XII 

Generic Failure Rates  -  Electrical Systems Components 

Part Quantity 

2 
2 
2 
2 
2 

Failures/ 
106 hrs 

1.800 
0.120 
0.300* 
0.100 
0.039 

Total Failures/ 
106 hrs 

Motor/Generator 

Bearings 
Seals 
Windings 
Brushes 
Couplings 

3.600 
0.240 
0.600 
0.200 
0.078 
4.718 

Propeller Gearcase 

Bearings 9 
Seals 3 
Gears 5 

1.80 
0.12 
0.70 

16.20 
0.36 
3.50 

20.06 

Refrigerator 

Compressor 1 
Expander 2 
Heat Exchanger 4 
Piping 13 

Auxiliary Tlirbine 

Accessory Gearcase 

Bearings 10 
Gears 5 
Seals 5 
Couplings 2 

Motor Contactor 

Transmission Line 
Tubing 2 
Seals 4 
Conductors 1 

13.500** 13.500 
10.000*** 20.000 
5.000 20.000 
0.224 2.912 

56.412 

10.0 

1.800 18.000 
0.700 3.500 
0.120 0.600 
0.039 0.078 

22.178 

0.75 

0.224 0.448 
0.020 0.080 
0.190* 0.190 

. 

0.718 

* 
** 
*** 

Assumed 10 times normal conductors 
Assumed equivalent to a pump 
Assumed more than double a motor (2.13X) 
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Table XIII summarizes the generic failure rate, the actual failure 
rate, and the mean time between failures (MTBF) for the mechanical and the 
electrical transmission systems. 

The system reliability car be determined for the case of the 
Poisson distribution by the relation 

R(t)    =    e-t/m 

where 

R (t) is the reliability for a given period of time 

t is the time 

m is themean time between failures 

For the systems summarized in Table XIII, the reliability for a 
100-hour period is, for the mechanical system, 

RM(100) = e-100/78-5 =..279 = 27.9%; 

for the electrical cross-coupling system, 

REC(100) = e-100/97-7 = .361  = 36. 1%; 

and for the electrical speed-reduction system, 

RER(100) = e-100/124-3 = .447 = 44.7%. 

7.5.2      Safety 

The reliability calculations of the previous section do not, however, 
completely describe the entire situation ($1),  what they show is the probability 
of there being absolutely no failures in 100 hours of operation.   In actuality, a 
number of items could fail in the course of a flight and not force the craft to 
crash.   What is needed is a comparison of the probability that the system will 
maintain flight, without crashing, for 100 hours. 

The diagrams of Figure 19 indicate the relation of the various 
devices to the entire system operation.   The lines indicate a particular situa- 
tion, such as the successful operation or failure of a part.   The numbers in 
paraentheses are the probabilities of the particular situations' occurring.   Each 
terminal point is marked as success (safe flight) or failure (catastrophe), and 
the probability of each success or failure has been calculated. 

It has been assumed that 85 percent of the flight time is spent in the 
conventional, horizontal flight mode.   In the vertical flight mode, any failure 
was considered catastrophic. 
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fable Xm 

Systems Failure Summary 
'■<: 

Failures/ Total Failures/ 
106 hrs Component                         Quantity 106 hrs 

Mechanical Transmission System 

Propeller Gear case                4 29. 480 117.920 
T-Box                                        1 15.760 15.760 
Pivot and Accessory               1 45. 300 45.300 

Gearcase 
Shaft Assembly                        8 9.428 75.424 
Dog Clutch                                2 0.063 0.126 
Magnetic Clutch                      1 0.600 0.600 

255.130 
System generic failure rate 0.255 x10-3/hr 
Net failure rate 12.75 x10"3/hr 
System MTBF 78.5 hrs 

Electrical Cross-Coupling System 

Motor/Generator                     5 4.718 23.590 
Propeller gearcase                4 20.060 80.240 
Refrigerator                             1 56. 412 56.412 
Auxiliary turbine                     1 10.000 10.000 
Accessory gearcase                1 22.178 22.178 
Motor contactor                      1 0.750 0.750 
Transmission line                 15 0.718 10.770 

203.940 
System generic failure rate 0.204 x10"^/hr 

x lOVhr Net failure rate 10.2 
System MTBF 97.7 hrs 

Electrical Speed-Reduction System 

Motor/Generator                     9 4.718 42.462 
Refrigerator                            1 56. 412 56,412 
Auxiliary turbine                    1 10.000 10.000 
Accessory gearcase                1 22.178 22.178 
Motor contactor                      1 0.750 0.750 
Transmission line                27 0.718 19.386 

151.188 
System generic failure rate 0.151 x io~:yhr 

x lOVhr Net Failure rate 8.05 
System MTBF 124.3 hrs 
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Summing up the successes of the three systems gives a new reliability 
figure which includes the possibility of non-catastrophic failures: 

R'j^ (100)       =      41.03% 

R'EC (100)     =     77.55% 

R,
ER(100)     =     57.03% 

In the superconducting electrical transmission systems, the lack of 
dyanmic mechanical connections suggests the possibility of isolating the refrigera- 
tion unit from vibrations ana perhaps reducing the environmental factor, KE«   AS 
the refrigerator is the least reliable of all the devices in the system, such a re- 
duction would be very significant. 

Another possible advantage for the electrical systems may result by 
duplication of the transmission lines.   However, additional valves would perhaps 
be required to seal off leaks in the damaged lines.   These extra items would de- 
crease the reliability.   A more detailed examination would be required to deter- 
mine if redundancy would in fact increase the reliability and safety of the system. 

7.5.3      Maintainability 

Maintenance problems unique to the superconducting transmission 
system are those relating to the cryogenic refrigeration system, to the evacuated 
thermal insulating arrangement, and to the superconducting devices.   New tech- 
niques are being developed to quantitatively predict maintainability and availability 
(52, 53); however, presently these methods require more detailed information on 
the design and the repair times of the various components.   A qualitative comparison 
would appear more meaningful at this time. 

The use of cryogenic refrigerators and of vacuum systems has become 
commonplace, and techniques for inspection and repair are becomming well de- 
veloped.   The experience gained on operational cryogenic refrigerators indicates 
that adequate preventative maintenance procedures can be developed to ensure 
reliable system performance. 

The vacuum insulation arrangement is a completely static system,, 
and save for abnormal situations there is little opportunity for problems to de- 
velop at any specific frequency. 

The maintenance of the superconducting devices is another matter. 
Superconductiviiy is still a relatively new, developing field, and techniques for 
the manufacture, use, and repair of superconductors are incomplete.   Here 
again, however, the superconductor is static and should require special attention 
only under abnormal circumstances.   Adequate methods of repair have not yet 
been developed, and therefore under such circumstances damaged items must be 
replaced completely. 
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Referring to Table XIII,it is seen that the least reliable devices of the 
mechanical system are the shaft assemblies and gearcases.   From Figure 18, 
these devices are seen to be fairly well distributed throughout the aircraft.   For 
the electrical transmission system, on the other hand, the worst problems are 
located in the refrigeration system.   Thus, a large part of the maintenance pro- 
cedure is concentrated in one area, and it suggests increased accessibility and 
shorter downtime for maintenance of the electrical system. 

7.6      Readiness   -   System Cool-Down 

One measure of the effectiveness of a system for use in a military 
aircraft is the length of time required to prepare it for operation and the weight 
penalty for fuel or equipment required for these preparations.   For a purely 
mechanical system, the preparations would involve the pre-flight checkout.   For 
the superconducting system, in addition to the pre-flight checkout, it is also re- 
quired to cool the entire system down to operating temperature.   The cool-down 
and the checkout can proceed concurrently, however, and if the cool-down time 
is not extreme this may not impose a penalty on the system. 

To get a quantitative feel for the cool-down times associated with an 
actual system, a detailed evaluation of one particular system design was per- 
formed.   The system design investigated approximates the specifications of the 
XC-142A V/STOL experimental aircraft as described in Section 7.1 of this re- 
port.   Two arrangements of this system were considered, one providing for 
electrical cross-coupling only and the other also providing for electrical speed 
reduction.   Details of the cool-down calculations are found in Appendix III. 

Table XIV summarizes the data and results of the cool-down inves- 
tigation of the two superconducting electrical transmission systems.   The range 
in cool-down times reflects the range of refrigerator design weights.   The least 
optimistic cool-down times for both systems are less than 30 minutes, which 
for most situations should be satisfactory. 

Using typical values for the specific fuel consumption ^  ' of the 
auxiliary turbines used to power the refrigeration systems, the weight penal- 
ties for the electrical systems' cool-down are: 

Electrical Cross-Coupled System 

130 horsepower x  1.13 P^f fu.el r     =   147^^ ^ horsepower-hour hour 

Electrical Speed-Reduction System 

I 560 horsepower x  0.64 Pounds fuel = ^unds 
^ horsepower-hour hour 
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7.7 Cost Comparison 

At the present time, the mechanical transmission system is in an 
experimental stage of development, the first ascent of the XC-142A having 
occurred only within the last year.   The superconducting systems are only in 
the conceptual and preliminary design stages.   The major components have 
never been built and operated even experimentally.   As a result, it woud be 
meaningless and misleading to attempt a comparison of relative costs of these 
systems at this time other than to say that in all probability the superconducting 
systems will be somewhat more costly than the mechanical system. 

7.8 Effect of State-of-the-Art Advancements 

Stated in the greatest degree of generalization, there are two 
factors which limit the promise of superconducting electrical machinery: 
(1) the superconductors as presently known must be operated at cryogenic 
temperatures, and (2) the superconductors generate heat (have losses) when 
operated in the presence of varying magnetid fields or with alternating electrical 
currents.   As a consequence, the most dramatic advancements in the state of 
the art can be expected in the areas of reduction of AC losses, increase of allow- 
able operating temperature, and reduction of refrigerator weight. 

AC Losses 

Losses in the superconductor are generated by three mechanisms: 
(1) hysteresis losses in the actual superconducting film, (2) eddy losses in the 
substrate, and (3) eddy losses in the protective plating covering the superconduc- 
tor.   A study by H. London (3) related the hysteresis losses per unit volume of 
superconductor to the magnetic field strength and frequency, the critical current 
desnity, and the thickness of the superconducting film.   The curve labeled 
"London" in Figure 20 shows the hysteresis loss relative to the loss of presently 
available material as a function of the relative thickness of the superconducting 
film.   The lower limit of the film thickness is determined by the diffusion of the 
substrate into the film.   This diffusion spoils the superconductivity of the inter- 
mediate, diffused layer.   The minimum practical thickness is on the order of 
0.025 mil, or one-tenth the thickness of commercially available materials. 

The substrate eddy loss is a relatively minor factor, as shown by 
the curve labeled "London and Substrate" in Figure 20.   The substrate is made 
of a material having high resistivity in order to minimize these eddy losses. 

The loss in the protective plating becomes more significant as the 
superconducting film thickness decreases.   The protective plating serves three 
purposes: (1) it is a safety feature to provide for more gradual dissipation of 
energy in the event of a "quench", (2) it protects the superconductor from physical 
damage during handling, and (3) it reduces the low field current instability (61). 
The 0.5 mil plating thickness now used is about optimum.   The curve labeled 
"Total" in Figure 20 indicates the strong influence of the plating eddy losses for 
thin superconductors. 
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The optimum superconductor thickness is about 0.052 mil, which 
is a reasonable thickness as far as manufacturing is concerned. At the opti- 
mum, the relative loss if 0.43. 

Operating Temperature 

A limited study by Wisseman, Boatner, and Low ^'implied that 
in the region below 4.2° K the AC losses decrease as the 2.5 power of the tem- 
perature for Nb-Zr alloys.   The study did not consider higher temperatures or 
other materials.   From Figure 6 of Section 3.2, the refrigerator weight is found 
to vary as the -1. 8 to -2.83 power of the temperature in the 5° K to 10° K region 
for a 1000-watt refrigerator.   If the Wisseman loss relation can be assumed to 
hold for the intermetallic compounds and at the higher temperatures, it is a 
standoff as far as system weight is concerned and there is no incentive to operate 
at lower temperatures. 

Another trend of thought currently receiving much attention is the 
elevation of operating temperature, perhaps even to room temperature or above 
(sec Section 3.1).   Present indication is that for the metallic superconductors, 
the upper critical temperature limit is about 20° K, or about where the present 
intermetallic compounds are.   As for room temperature superconductors, they 
have been described theoretically (see Section 3.1), but the realization of such a 
breakthrough of necessity cannot be predicted.   The consequences of course, 
the elimination of the refrigeration unit, are obvious.   The advantages of such a 
system over the mechanical equivalent system are inestimable without a major 
LC\ ision of the basic design criteria concerning the efficiency and weight, and 
their optimization, used on the present generation of superconducting machines. 

Refrigeration 

The most recent advancement in refrigerator design, the change to 
turbo-compressors and expanders, is reflected in the lower limit of weight in 
Figure 6, Section 3.2. Also, the most advanced methods of compact heat ex- 
changer design were employed. Except for some unexpected breakthrough, in 
the form of a revolutionary new thermodynamic cycle or an entirely new re- 
frigeration concept, it is difficult to predict a reduction in refrigerator weight 
greater than the 15 percent specified in Section 3.2. 

Figure 21 is a comparative summary of the net effect of state-of- 
the-art advancements on transmission system weights.   Extrapolation of pre- 
sent weight trends of mechanical devices indicates a probable reduction of at 
least 10 percent in the weight of mechanical components for all systems.   This 
factor is included in the projection of system weights in Figure 21. 
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APPENDIX I 

MOTOR/GENERATOR DESIGN CALCULATIONS 

Electrical Design 

The fundamental specifications for tne electrical devices used in the 
superconducting electrical transmission system arc given in terms of the power 
(Wo), operating speed (N), and number of magnetic poles (P).    The independent 
design parameters are the operating line-to-line voltage (E), the number of 
phases, the connection arrangement (delta or wye), the magnetic flux density (B), 
the magnetic gap (6), and the armature tooth-to-slot width ratio (r).   Other com- 
binations o:' independent design variables are possible, but this combination facil- 
itates rapid design and emphasizes the effects of certain critical parameters. 

For this study it is assumed that all designs use three-phase, wye- 
connected circuits.    The use of three phases makes for mox-e economical utiliza- 
tion of the winding space and offers possibilities for shaping of the output wave- 
form.   For a given power and line-to-line voltage, a wye-connected device oper- 
ates at a lower winding current.   It also more effectively limits the short-circuit 
current. 

Having selected the desired operating magnetic flux density, the current- 
carrying capacity of the superconductor windings can be determined from manufac 
turers' data for the material selected.    Figure 22 is a representative example of a 
currently available material, (55)derated to allow for the operating temperatures 
expected in an actual device. 

The peak radial magnetic field strength generated by a superconducting 
field at the center of the pole at a distance 6 from the surface of the pole was de- 
termined by integration of the incremental contributions over the cross section of 
field winding.    The result of this integration for the idealized case (winding form 
omitted) for a P-pole field is 

1   . 2 (1 - cosO)x 
2 (i - xr 

COS 2 0    .       ',     o n.    2! —^    l n  1 - 2x cos 0 + x 

+ \2(1 - cos 2 0)    cosO     tan"1^ ^"C°SA      -tan"1   - v    v ' 1   - COS Z 0 

i~2 cos 0 
T  v^x     ^ ^ v,    wo.     «».        ! _ cos 2 0        •""' 1 - cos 2 0 

\ 

+  £ n (1 - x) + (l-cos 0)   x 
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' where 

ß is the magnetic permeability of air 

|i J is the current density 

F is the winding or packing factor 

S - D is the effective diameter to the center of the armature winding 

! 

x     =    D/D   ; D is the field winding diameter 

IT/ P     for P > 2 

for P = 2 ■\' 

When corrected to account for the winding form, the peak radial field strength 
as a function of field diameter for a 2-pole rotor {J = 2K10^a.mp/va^; Fw=0. 5; 
6 = 0.150 in.) is as shown in Figure23.The above equation agrees very closely 
with the experimental results reported in Reference 5. 

The field strength for P-poles relative to that for 2-poles as a 
function of field diameter is given in Figure 24. 

The magnetic gap is selected as small as possible to take advantage 
of the higher field strength close to the surface of the field. It is limited by the 
rapid increase of windage loss as the gap is decreased. 

The length of conductor per phase (Lp)' is determined by the stand- 
ard generator relation E = B Lp V.(56).  Knowing this length, the active armature 
length (L) can be determined from the geometric relations for the winding ar- 
rangement and winding form design. 

Determination of Losses 

The principal losses contributing to the refrigeration load are: 

(1) Hysteresis losses in the superconductor 
(2) Windage losses 
(3) Electrical lead losses 
(4) Conduction and radiation losses through the support 

structure and insulation 

Hysteresis losses in superconductors have been analyzed byH. London 
(3).For a thin strip of thickness t, it is found that the power loss per unit volume 
of superconductor is anproximately 

q=J  H tF H      c   max 

where Hmax is the maximum magnet field and F is the frequency.   The benefit 
derived by the use of extremely thin ribbon superconductors is readily apparent 
from the linear dependence of the losses on t. 
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The windage (fluid friction) loss is the result of the viscous drag 
force from the helium in the gap between the rotor and the stator.   The analysis 
is not simple, and several different assumptions can be used to describe the 
loss.   It is reasonable to assume turbulent Couette flow with velocity profiles 
at the walls similar to those which would be observed between two flat plates. 
Assuming the friction factor to be given by (57) F = 0.045/(Re) "•25, the shear 
stress at the wall is given by 

T =F pV^   „ 0.045 pV^ 
2 g .„ v0.25o 6 (Re) 2 g 

where p is the density and Re is the Reynolds number.   The velocity to be used 
here is the centerline velocity in the gap between the rotor and stator, and is 
equal to one-half the rotor surface speed.   The power which the shalt imparts 
to the fluid is equal lo the product of the shear stress, the rotor surface area, 
and the rotor surface velocity. 

One-dimensional heat transfer equations applied to conduction of 
heat through an electrical lead carrying a current with the ends held at speci- 
fied temperatures is given by the equation(5) 

where 

H 

is the current 

is the electrical resistivity at temperature T 

is the thermal conductivity at T 

is the heat entering at the hot end (zero for 
minimum q,) 

H are the hot- and cold-end temperatures 

The optimum lead is therefore one which has the minimum integral of p k d T 
over the specified temperature range. 

Conduction and radiation losses through the support structure, shaft, 
and insulation are calculated using standard heat transfer relations; see, 
for example, Rohsenow's and Choi's Heat, Mass and Momentum Transfer (58).. 
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Weight Estimation 

Having determined the general design of the motor, the actual weight 
of the major component (windings, shaft, chamber, bearing assemblies, etc.) 
was calculated in terms of the armature active length and the diameter of the 
field.   Summing up the contributions from all these components for the various 
L and D, and introducing an arbitrary multiplier of 1.2 to account for miscella- 
neous hardware, an approximate relation for the motor weight was determined 
as 

wM   = (0.9L +  8.27) D 1.3 + 28 

Over the limited range of L and D of interest to this study, the above equation 
should be reasonably accurate as a first approximation. 
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Appendix II 

SYSTEM rONTROT. ANALYSIS 

For the purpose of this simplified analysis, it will be assumed that: 

(1) Synchronous reactance is a linear effect; i. e., 
the actual armature reaction and leakage re- 
actance are linear and "vector additively coin- 
cident effects. " 

(2) Resistance is of negligible effect, even for very 
low speeds, and that no AC resistance effects 
may be considered in the interconnecting (super- 
conducting) cables. 

(3) Some devices can be used to determine current 
balances, e. g., some type of current transformer, 
etc., which will be sufficiently small in dissipation 
to still allow assumption (2) to be true. 

we define 

(a) Frequency: f =PN 
1        120 p = poles 

N = speed (rpm) 

(b) Voltage: E = k1 f * * = flux/pole 

(c) Reactance: X =27rf L e 

= k2N 

L   = effective inductance e 

Short Circuit 

Thus 

K   N*       K 
1   =%■=   *        =iri (This is the short-circuit 
s    X      K2JN K2 current) 

I    oc   $ and is independent of speed, s 

Parallel Operation of Two Machines 

(a)   Assuming the same load angle but different excitation 
(see Fig. 25a), 

Resultant voltage = E- - E« = ER 

Circulating current = ER/2X lagging by 90 
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(b)    Assuming the same excitation but different load angles (0) 
(see Fig. 25b), 

ER = 2E  Sin  (| 

Q 
I lags E by g- 

Now assume that 6 is small; then £„ = EÖ. 
K 

ER I = gTT-,   almost in phase with E; 

.',     Power = El =:El-^ 2X  * 

Thus we have two important results: 

I = K. * 0 4 

T = K3 ^ 0 

That is, current and torque are also independent of speed. 

These results show that the load angle affects current and torque in the same 
ratio; this would be fine if a single machine could supply all the other machines 
in parallel, but we would be overdesigning if we did this, so we will use the 
parallel operation only for major runup to keep in synchronism. 

Suppose the torque speed curve is as shown in Figure 26 (i.e., the 
load is mainly aerodynamic of a "power" type); e. g., suppose we have four in 
parallel, then one generating must supply three motoring.   Suppose we rate the 
machines (at less than maximum by some ratio to allow for instantaneous tran- 
sient currents) at a current.IR; then the maximum torque we can use is that of 
1/3 I.   Thus 1^ = 1/3 IR 

IR = K4*R0R TR = K3*R20R 
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(a) Same Load Angle, 
Different Excitation 

(b) Same Excitation^ 
Different Load Angle 

Figure 25.   Phasor Diagrams - Parallel Operation 
of Two Machines 

Speed 

Figure 26.   Typical Torque-Speed Curve 
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T '  z. 1 T • T' = I — 4'  ' I •  - -Ü    —Q* 
R      3    R      •   ' R     ,

vK4y    R R       3       4'R 

Unless we can increase * pj > *       which is not sensible, since 
we should be operating as near maximum as possible lor eco- 
nomical design, we have 

T 
T.    ^   -iL 

R 3 

Note that ii the torque/speed curve is oi the form (such as power 3) 

,3 T - Kr N 5 

then 

NR 
• "R^   ä-7N

R- 

That is, we can only go to 0. 7 speed with a single machine acting as a generator 
and the others motoring. 

Thus, above about two-thirds speed, we should make sure that either 

(1) The control keeps the driving turbine governor down 
below two-thirds speed until the other turbines start 
to load share, or 

(2) The flux must be dropped off to keep the current low, 
or 

(3) Combinations of the above, or 

(4) The blades must be feathered to keep torque always 
less than one-third full rated value. 

BUT: Note the problem, for if the flux is dropped off unevenly on the 
machines, then we have merely zero torque circulating current 
as in (a) above. 
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Appendix III 

SYSTEM COOL-DOWN CALCULATIONS 

The major items affecting- the cool-down of a superconducting system 
are; 

(1) Refrigeration capacity as a function of the cold-end tem- 
perature 

(2) Heat losses into the system (non-operating losses) as a 
function of temperature 

(3) System enthalpy as a function of temperature 

The "off design" performance of the cryogenic refrigerator is a very 
complicated matter and would require extreme detail of design and operating con- 
ditions for complete evaluation.   A reasonable first approximation is to consider 
the refrigeration capacity to be a constant fraction of the Carnot performance 
during cool-down.   This results in the relation 

T 
n       -    N„W e 

'o R     R    T     -   T o c 

where 

q is the refrigeration capacity 

W is the refrigerator compressor power 

NR is the fraction of Carnot performance 

T is the heat-rejection temperature (ambient) 

T is the cold-end temperature 
c 

The normal operating refrigeration capacity is determined as that 
required to maintain operation under the most severe emergency condition.    The 
normal operating power requirement can then be calculated from the COP such 
as that given in Figure 13.   The fraction of Carnot performance, Nj^, is assumed 
to be 0.1, the ambient temperature is 300° K, and the normal operating cold-end 
temperature is 10° K.   The refrigeration capacity as a function of temperature is 
then calculated using the above equation. 

The non-operating losses into the «vstem are the conduction losses 
through the shaft and support members and the radiation losses through the 

90 



I 

insulation and vacuum.    By proper design, the conduction losses can Ix1 made 
reasonably small at the operating temperature; however, the thermal conduct- 
ivity increases rapidly with temperature (^/and the net conduction heat loss 
is significantly increased above the operating temperature.    The non-operating 
losses as a function of temperature are given in Table XV. 

Table XV 

Non-Operating System Losses 

Component 

Motors and 
Generators 

Transmission 
Lines 

10° K 

0.230 

S0o K 

190 

0. 1 i ■> 

200° K 

140 

0.080 

[ßtu/hrl 

[Btu/hr-ft] 

An accurate calculation of the enthalpy of the various components 
would require a detailed design for each component.   However, by making 
some assumptions about the proportion of the total component that is cooled 
to various temperatures, a rough first approximation can be made as shown 
in Table XVI. 

Table XVI 

Enthalpy Integral of Components 
Btu/lb' 

Component 80 aK-10c K 200 oK-80oK 

Motors and 0.95 6.75 
Generators 

Refrigerators 0.20 5.8 

Transmission 1.11 7.79 
Lines 

300° K-2000 K 

10.1 

8.5 

11.1 
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An exact calculation for the cool-down time would require solution 
of the equation 

y 
i 

Mo        ML 
)   dQ(T) 

where 

is the cool-down time 

q is the refrigeration capacity 

qL is the heat loss rate 

T. is the initial temperature 
i 

T^ is the final temperature 
r 

dQ(T) is the change in enthalpy of the system as a function 
of temperature 

with q0, qL, and dQ all functions of the temperature.    Only q0 is ^ven explicitly 
in terms of temperature.    Therefore,  rather than trying to get qj^ and dQ in 
terms of temperature to solve the cool-down equation, a sufficiently accurate 
first approximation can be obtained by assuming linear dependence of qL and 
dQ on temperature and performing a piece-wise calculation for the time. 

For calculation of warm-up times for the various components, the 
same equation is valid as was specified above for cool-down but with q0 equal 
to zero.    The same piece-wise linear solution can be used for computing warm- 
up times. 

One further assumption that has been made concerning the cool-down 
of the system is that all the components cool down at the same rate. 
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Appendix IV 

CRYOGENIC MACHINES 

Introduction 

Conventional copper-wound machines operating at room temperature 
generally operate at heat transfer limited current densities.   The relation of 
maximum current density to the maximum allowable temperature rise is given 
by the relation 

> 
I ;2hAT 
max    7   ^ pd 

where h is the heat transfer coefficient, AT is the temperature rise, \ is the 
packing factor, pis the resistivity, and d is the winding slot depth.   Typically, 
Jmax for conventional machines is of the order 103 amperes per inches squared. 
This in turn dictates the specific size and weight of a machine. 

By operating a copper-wound machine at cryogenic temperatures, the 
lossLd may be reduced by one or even two orders of magnitude.   IMs results 
from the strong dependence of the resistivity of copper on the temperature (60), 
Consequently, higher current densities can be used and a more compact design 
is possible. 

However, at low temperatures, factors other than heat transfer tend 
to dominate the picture.   First among these is the specific weight of present 
state-of-the-art refrigerators.   This factor makes it advantageous to operate a 
motor at a current density which produces the minimum total iron (eddy) and 
copper (resistance) losses. 

The iron losses, on a per-pound basis, increase slightly as operating 
temperatures drop, but may be considered constant over the range of temperatures 
from 20oKto 77° K, the region of primary interest.   The additional losses con- 
tributed by stray eddies, windage, etc., have also been considered constant in the 
20o-77oK region. 

The typical design specifications for a motor fix the power, speed, 
voltage, and frequency at which the motor is to operate.   The designer must 
then produce a unit meeting these specifications which has a minimum weight 
and/or a maximum efficiency.   For the present, we will look only at the mini- 
mum weight aspect of the problem. 

Analysis 

The design specifications for an electric motor or generator fix the 
rated power (WQ), the operating voltage (E), the speed or angular velocity (w), 
and the frequency (F).   From practical considerations, other parameters are 
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also held constant:  the flux density in the teeth (B^) held just below saturation 
the rotor diameter (D) limited by the allowable stress, the windage gap (6) to 
maintain 100-percent synchronous reactance, and the ratio of tooth width to 
slot width (r) assumed equal to one as a reasonable first approximation. 

As a consequence of the above, it can be shown that the armature 
current (la) is a constant and that the average magnetic flux density in the gap 
(Bg) is constant. 

From the standard voltage equation 

E    =    B L V 

where B is the peak magnetic flux density, L is the length of conductor per 
phase, and V is the electric velocity, it is found that in terms of the above 
constants, 

E « B    L  w D. 
g 

Therefore, L is also a constant. 

The electrical losses in the machine are the resistance loss in the 
conductor (QR), the hysteresis loss in the teeth (QT>. and the hysteresis loss in 
the iron core magnetic return path (Q ). 

QR '   V Ä       Ja2  Aa P L " P/Aa 

where Ja is the armature current density, Aa is the cross-section area of 
the armature conductor, p is the resistivity of the conductor (a function of tem- 
perature (TJ, and J   A    ^  I    = constant. 

QT  = k BT
2  L' AT oc  L. AT 

where k is a proportionality constant, L' is the length of the armature, and 
AT is the cross-section area of the tooth. 

The total armature conductor area (Ac) is related to Aa by the re- 
lation Ac oc Tp Aa where Tp is the number of turns, and the armature length 
(L') is related to the conductor length (L) by the relation L'  « L/Tp.   As a 
consequence of fixing r   =   1, it is clear that Ac = Aj; and with D fixed, Ac   = 
Ax oc d where d is the depth of the slots. 

Combining the above, 
Ac L' A„   oc  -=—     oc A    -f-      oc  L' d. a        Tp c   L 
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Returning to the loss equations 

^R A 
oc 

L' d 

Qr     cc      L' AT oc   L' d, 

the third loss component is given by 

Q      =    k  B       t  L' c c 

where Bc is the flux density in the iron core and t is the thickness of the core. 
Balancing the flux in the core with the flux in the gap, 

B     t L'      a     B    D L' ; c g 

B     t c constant. 

Consequently, 

Q        oc     B       t   L'    oc    L'/t. 
c c 

The weight of the system is composed of two parts:   the motor 
weight and the refrigerator weight. 

W system W +    W motor refrigerator 

where the motor weight is a function of its length and diameter and the refrigera- 
tor weight is a function of the losses and the temperature. 

The following table (Table XVII) lists the effects of changing the 
various independent parameters on machine weight and losses. 

Table XVII 

 Effect of Parameter Variation on Cryogenic Machine Design *  

Independent Variables 

L'       d      t       T 

Dependent Variables 
Q R Q- Q, 

+ 0 0 0 
0 + 0 0 
0 0 + 0 
0 0 0 4- 

w 
_ + + f 

- + 0 + 
0 0 - + 
+ 0 0 0 

+  indicates increase -  indicates decrease 

*   power, speed, voltage assumed constant 
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Design 

In order to get a feeling for just  where the cryogenic machines fit in 
with respect to equivalent superconducting machines, a specific design is con- 
sidered with specifications as follows: 

Four motor/generators 

3000 horsepower 
1200 rpm 

One refrigeration system 

This system is analogous to system.D of Section 6.1 of this report. 

For this system the optimum operating temperature is about 40° K. 
The resulting final design data arc given in Table XVIII.   The total weight is 
more than a factor of two times the equivalent superconducting system weight. 

Table XVIII 

 Cryogenic Transmission System Data  

Motors (4) 

3000 hp; 12,000 rpm;  4-pole;   2000 vrms 
Current density 18 x 10*^ amperes per inches squared 
Flux density in gap 15 kg 
Operating temperature 40° K 
Overall dimensions 16 in dia  x   12 in long 
Motor weight „ 670 lbs 
Losses I   R 528 watts 

Teeth 258 
Core 1335 
Misc. 324 

Total       2445 watts 

Refrigerator (1) 

Capacity 
Weight 

Total System Weight 
Including 10:1 reducers 

Total weight of equivalent superconducting 
system (System D, Section 6.1) 

9780 watts 
523 to 880 lbs 

3212/3560 lbs 
4864/5212 lbs 

2201/2668 lbs 

96 



Unclassified 
Security Classification 

f                                                         DOCUMENT CONTROL DATA - R&D                                                           1 
|              (Security el»»»lllc»ilon ol IIIU, body ol abtmel and indtxtng annofaUon mu«t b« mnlmrmd wAan tfi* ovtrmll report it clamtltlmd)              | 
1 1. ORIGINATING ACTIVITY (Corpormf author) 

1     Dynatech Corporation 
i     Cambridge, Massachusetts 

2a.   REPORT SECURITY   CLASSIFICATION           i 

Unclassified                      | 
2b    GROUP                                                                                 I 

Is. REPORT TITLE                                                                                                                                                                                                                                   | 

SUPERCONDUCTING ELECTRICAL MACHINERY AS A MEANS OF POWER 
TRANSMISSION IN AIRCRAFT 

1 4.  DESCRIPTIVE NOTES (Typt ol «port and tnehtaiv« dmf)                                                                                                                                               | 

j     Final Report                                                                                                                j 
1 S   AUTHORfS) CLaar nama, »ml nama. Mtiml)                                                                                                                                                                              1 

j     Robinson, Hugh A., Blutt, JohnR., Mooncai, Henry W.                                        | 

1«. REPORT DATE 

1       January 1966 
7a.   TOTAL NO. OF   PAGES 

96 
7b.  NO. OF REFS                                             1 

61                      | 
ISa.   CONTRACT OR GRANT NO. 

DA44-177-AMC-288(T) 
1     b.   PROJECT NO. 

IP125901A01410 
l c' 

1 d 

9a.  ORIGINATOR'S REPORT NUMBERfSJ                                                                         1 

USAAVLABS Technical Report 66-11 

9b. OTHER REPORT NOCS; fAny otharnumbara tfia» may ba aaaJjnad     1 
(hi* tmport)                                                                                                                  1 

Dynatech Report 620                                     j 
1 10. A VA IL ABILITY/LIMITATION NOTICES                                                                                                                                                                                               1 

|       Distribution of this document is unlimited.                                                                                  i 

1 11. SUPPLEMENTARY NOTES 12   SPONSORING MILITARY ACTIVITY                                                                  1 

U.S. Army Aviation Material Labs.           1 
Fort-Eustis, Virginia 23604                       ! 

1 13   ABSTRACT                                                                                                                                                                                                                                                           1 

i               The advantages and limitations encountered in adapting superconducting     | 
1 electrical machinery to replace the mechanical power transmission system in       j 
] aircraft are presented.   Major components and system arrangements are               1 
j evaluated and compared relative to weight, volume, efficiency, reliability,            i 
I readiness, and cost.   The superconducting systems when used in high total            | 
! power applications are competitive on the basis of weight and efficiency,                 1 
1 occupy a greater volume, but are more reliable when compared with the                 | 

equivalent mechanical system.                                                                                      I 

DD  A 1473 Unclassified 
Security Classification 

jr~ rfsL^r* 



i «m» 

Unclassified 
Security Classification 

KEY WORDS 
LINK A 

ROLE WT 

LINK  B 

ROLE 

LINK C 

Superconducting machinery 
Power transmission 

Aircraft power transmission 

Superconductivity 
Cryogenic refrigeration 

INSTRUCTIONS 

1.   ORIGINATING ACTIVITY:   Enter the name and addre«t 
of the contractor, subcontractor, grantee, Department of De- 
fense activity or other organization (corporata author) issuing 
the report. 
2a.   REPORT 8ECUHTY CLASSIFICATION:   Enter the over- 
all security classification of the report.   Indicate whether 
"Restricted Data" is included.   Marking is to be in accord- 
ance with appropriate security regulations. 
2 b.   GROUP:   Automatic downgrading is specified in DoD Di- 
rective 5200.10 and Armed Forces Industrial Manual. Enter 
the group number.   Also, when applicable, show that optional 
markings hsve been used for Group 3 and Group 4 as author- 
ized, 

3. REPORT TITLE:   Enter the complete report title in all 
capital letters.   Titles in all cases should be unclassified. 
If a meaningful title cannot be selected without classifica- 
tion, show title classification in all capitals in parenthesis 
immediately following the title. 
4. DESCRIPTIVE NOTES:   If ^»propriate, enter the type of 
report, e.g., interim, progress, summary, annual, or final. 
Give the inclusive dates when a specific reporting period is 
covered. 
5. AUTHOR(S):   Enter the name(s) of authoKs) as shown on 
or in the report.   Enter last name, first name, middle initial. 
If military, show rank and branch- of service.   The name of 
the principal author is an absolute minimum requirement. 
6. REPORT DATE   Enter the date of the report as day, 
month, year; or month, year.   If more than one date appears 
on the report, use date of publication. 
7a.   TOTAL NUMBER OF PAGES:   The total page count 
should follow normal pagination procedures, I.e., enter the 
number of pages containing information. 
7b.   NUMBER OF REFERENCES:   Enter the total number of 
references cited in the report. 
Sa.   CONTRACT OR GRANT NUMBER:   If appropriate, enter 
the applicable number of the contract or grant under which 
the report was written. 
8b, 8c, & ctd. PROJECT NUMBER: Enter the appropriate 
military department identification, such as project number, 
subproject number, system numbers, task number, etc. 
9a.   ORIGINATOR'S REPORT NUMBER(S);   Enter the offi- 
cial report number by which the document will be identified 
and controlled by the originating activity.   This number muat 
be unique to this report. 
9b. OTHER REPORT NUMBER(S): If the report has been 
assigned any other report numbers (either by the originator 
or by the aponaor), also enter this number(i). 

10.   AVAILABILITY/LIMITATION NOTICES:   Enter any llm- 
itations on further disseminstion of the report, other than those 
imposed by security classification, using standard statements 
auch as: 

(1) "Quslifled requesters may obtain copies of this 
report from DDC" 

(2) "Foreign announcement and dissemination of this 
report by DDC is not authorised." 

(3) "U, S. Government agenclea may obtain copies of 
this report directly from DDC.   Other qualified DDC 
users shall request through 

(4)    "U, S, military agencies may obtain copies of this 
report directly from DDC   Other qualified users 
shall request through 

(5) "All distribution of this report is controlled. Qual- 
ified DDC users shall request through 

If the report has been furnished to the Office of Technical 
Services, Department of Commerce, for sale to the public, indi 
cate this fact and enter the price, if known. 
11. SUPPLEMENTARY NOTES: Use for additional explana- 
tory notes. 
12. SPONSORING MILITARY ACTIVITY: Enter the name of 
the departmental project office or laboratory sponsoring (pay- 
ing for) the research and development.   Include address, 
13. ABSTRACT: Enter an abstract giving a brief and factual 
summary of the document indicative of the report, even though 
it may also appear elsewhere in the body of the technical re- 
port.   If additional space is required, a continuation sheet 
shall be attached. 

It is highly desirable that the abstract of classified re- 
ports be unclassified.   Each paragraph of the abstract shall 
end with an indication of the military security classification 
of the information n the paragraph, represented as (TS), (S), 
(C), or (V). 

There is no limitation on the length of the abstract.   How- 
ever, the suggested length is from 150 to 225 words. 
14. KEY WORDS:   Key words are technically meaningful terma 
or short phrases that characterize a report and may be used as 
index entries for cataloging the report.   Key words must be 
selected so that no security classification is required.   Iden- 
fiers, such as equipment model designation, trade name, mili- 
tary project code name, geographic location, may be used as 
key words but will be followed by an indication of technical 
context.   The assignment of links, rules, and weights is 
optional. 

Unclassified  
~       Security Classification 742<M 


